# South Carolina Term Contract for TOA Audio/Visual Equipment 

## Encore Technology Group

| Manufacturer Part \# | Product Description | MSRP | AV <br> Discount | AV Price |
| :---: | :---: | :---: | :---: | :---: |
| A-2240 CU | Mixer/Amp Five Input (Mic- Line- Tel)- 240WPaging priority Mute | \$830.40 | 15\% | \$705.84 |
| A-812D | Mixer/Digital Amplifier-120W - Six audio input, 2 slots for 900 series modules. Networkable and GUI operation feature. Mounting bracket included. Optional MT-251H-Q output isolation transformer for 25 V line | \$1,091.60 | 15\% | \$927.86 |
| A-824D | Mixer/Digital Amplifier-240W - Six audio input, 2 slots for 900 series modules. Networkable and GUI operation feature. Mounting bracket included. Optional MT-251H-Q output isolation transformer for 25 V line | \$1,413.20 | 15\% | \$1,201.22 |
| A-848D | Mixer/Digital Amplifier - 480W - Six audio input, 2 slots for 900 series modules. Networkable and GUI operation feature. Mounting bracket included. Optional MT-251H-Q output isolation transformer for 25 V line | \$1,678.70 | 15\% | \$1,426.90 |
| A-903MK2 UL | Mixer/Amplifier- Modular- 30 W- Eight Module Ports- Black (2U). Optional mounting bracket (MB-25B) | \$638.40 | 15\% | \$542.64 |
| A-9060DHM2CU | Modular Digital Matrix Mixer/Amplifier- Up to 8 Inputs and 8 Outputs- Digital Signal Processor/Dual Amplifiers ( $2 \times 60 \mathrm{~W}$ @ 70V)- RS232C control-Rack-Mount Kit Included (2U) | \$1,314.90 | 15\% | \$1,117.67 |
| A-9060SM2 Cu | Modular Digital Matrix Mixer/Amplifier- Up to 8 Inputs and 8 Outputs- Digital Signal <br> Processor/Amplifier (1x60W @ 25/70V- 4/8 ohms)- RS-232C control- Rack-mount Kit Included (2U) | \$1,201.00 | 15\% | \$1,020.85 |
| A-906MK2 UL | Mixer/Amplifier- Modular- 60 W- Eight Module Ports- Black (2U)- Optional mounting bracket (MB-25B) | \$886.40 | 15\% | \$753.44 |
| A-9120DHM2CU | Modular Digital Matrix Mixer/Amplifier-Up to 8 Inputs and 8 Outputs-- Digital Signal Processor/Dual Amplifiers ( $2 \times 120 \mathrm{~W}$ @ 70V)-RS-232C control- Rack-Mount Kit Included (2U) | \$1,669.80 | 15\% | \$1,419.33 |
| A-9120SM2 CU | Modular Digital Matrix Mixer/Amplifier- Up to 8 Inputs and 8 Outputs- Digital Signal Processor/Amplifier (1x 120W @ 25/70V- 4/8 ohms)- RS-232C control- Rack-Kit Included (2U) | \$1,343.90 | 15\% | \$1,142.32 |
| A-912MK2 UL | Mixer/Amplifier- Modular- 120 W-Eight Module Ports- Black (2U)- Optional mounting bracket (MB-25B) | \$1,060.50 | 15\% | \$901.43 |
| A-9240SHM2CU | Modular Digital Matrix Mixer/Amplifier- Up to Eight Mic/Line Inputs and Seven Line Outputs- | \$1,645.40 | 15\% | \$1,398.59 |



|  | B-01F | Balanced Line Input Module- 10k Ohms Transformer- Female XLR | \$107.10 | 15\% | \$91.04 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | B-01S T | Balanced Line Input Module- 10k Ohms Transformer- Removable Terminal Block | \$82.70 | 15\% | \$70.30 |
| $\bigcirc$ | B-11S T | Balanced Line Input Module- 10k Ohms <br> Transformer- Mute-Receive- Removable Terminal Block | \$104.90 | 15\% | \$89.17 |
| $\begin{aligned} & \text { O} \\ & \text { } \\ & \text { N } \end{aligned}$ | B-21S | Balanced Line Input Module- 10k Ohms Transformer- Remote Volume Control- Screw Terminals | \$127.40 | 15\% | \$108.29 |
| $\begin{aligned} & \text { Q } \\ & \text { ? } \\ & \text { ! } \end{aligned}$ | B-41S | Balanced Line Input Module- 10k Ohms Transformer- Mute-Send- Removable Terminal Block | \$104.90 | 15\% | \$89.17 |
| \# | BA-235 CU | Power Amplifier- 35W- Line Input. Remote Volume- Black. | \$319.30 | 15\% | \$271.41 |
| $\begin{aligned} & \text { OTV } \\ & \\ & \hline \end{aligned}$ | BA-260 CU | Power Amplifier- 60W- Line Input. Remote Volume- Black. | \$500.10 | 15\% | \$425.09 |
| 0 | BBF-100-EA | Flush Mount, Non-UL Back Box for PC580R/RV | \$69.30 | 15\% | \$58.91 |
|  | BC-500012PS | Twelve slot charging station accepts 5000 Series rechargeable transmitters and/or portable tuners. Includes AD-5000-6 Power Adapter | \$2,696.80 | 15\% | \$2,292.28 |
| $\begin{gathered} \tilde{\sigma} \\ \bar{\sigma} \\ \hline \end{gathered}$ | BC-50002PS | Dual charging station accepts 5000 Series rechargeable transmitters and/or portable tuners. Includes AD-5000-2 Power Adapter | \$611.70 | 15\% | \$519.95 |
| $\underset{\sim}{0}$ | BC-50006PS | Six-slot charging station accepts 5000 Series rechargeable transmitters and/or portable tuners. Includes AD-5000-6 Power Adapter | \$1,823.90 | 15\% | \$1,550.32 |
| 응 | BC-920 3CU | Battery Charger for Up To Eight BP-920 Batteries | \$2,096.30 | 15\% | \$1,781.86 |
| 4 | BG-2035 CU | 5-Input Mixer/Amp 35W (4 Ohm/25V/70V)-900 Series module slot-2U | \$513.50 | 15\% | \$436.48 |
| $\bigcirc$ | BG-2060 CU | 5-Input Mixer/Amp 60W (4 Ohm/25V/70V)- 900 Series module slot- 2U | \$705.40 | 15\% | \$599.59 |
| 4 | BG-2120 CU | 5-Input Mixer/Amp 120W (4 Ohm/25V/70V)-900 Series module slot-2U | \$783.60 | 15\% | \$666.06 |
| $\frac{\stackrel{2}{4}}{\frac{5}{O}}$ | BG-220 CU | Mixer/Amplifier-20W- Three Inputs- MOH Output- Auto Mute- 2U | \$292.50 | 15\% | \$248.63 |
|  | BG-2240D-AM | 5-Input Mixer-amp, 240W @70V, Class D power900 Series module slot-2U | \$1,049.20 | 15\% | \$891.82 |
| 1 | BG-235 CU | Mixer/Amplifier- 35W- Three Inputs- MOH Output- Auto Mute | \$337.30 | 15\% | \$286.71 |
| 능 | BG-2480D-AM | 5-Input Mixer-amp, 480W (4 Ohm/70V/100V), Class D power- 900 Series module slot- 2 U | \$1,381.90 | 15\% | \$1,174.62 |
| 0 | BP-920 | Rehargeable Lithium-ion Battery for TS-820/TS- $920$ | \$209.90 | 15\% | \$178.42 |


|  | BS-1030B | Music/Paging Speaker- Weather-Resistant70.7/100 V Transformer ( 30 W ) and 8 OhmsBracket Included- Black | \$176.40 | 15\% | \$149.94 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | BS-1030W | Music/Paging Speaker- Weather-Resistant70.7/100 V Transformer ( 30 W ) and 8 OhmsBracket Included- White | \$176.40 | 15\% | \$149.94 |
| $8$ | BS-1034 | Music/Paging Speaker- Slim Box Type- 70.7/100 V Transformer (10 W)- Speaker Receptacle Included- White | \$100.50 | 15\% | \$85.43 |
| - | BS-1034S | Music/Paging Speaker- Slim Box Type- 70.7/100 V Transformer (10 W)- Speaker Receptacle Included- Silver | \$100.50 | 15\% | \$85.43 |
| $8$ | BS-678 | Paging Speaker- Wood Box type- 70.7/100 V Transformer (3W)- White- Priced Individually | \$51.50 | 15\% | \$43.78 |
| \# | BS-678 | Paging Speaker- Wood Box type- 70.7/100 V Transformer (3W)- White- Priced in Pairs | \$103.00 | 15\% | \$87.55 |
| - | BS-680U | Paging Speaker- Metal Box type- 70.7/100 V Transformer (6W)- White UL1480UUMW | \$102.60 | 15\% | \$87.21 |
| 0 | BX-9F | Back Box- Flush-Mount for W-906A and W-912A | \$212.20 | 15\% | \$180.37 |
| $\stackrel{C}{\mathbf{c}}$ | BX-9S | Back Box- Surface-Mount for W-906A and W912A | \$272.40 | 15\% | \$231.54 |
| 푼 | BX-41S | Surface mount locking enclosure for MW-41BTAM |  | 15\% | \$0.00 |
| 0 | BX-41F | Flush mount locking enclosure for MW-41BT-AM |  | 15\% | \$0.00 |
| 응 | C-001T | Control I/O Module for 9000/9000M2-8 Control Inputs- 8 Control Outputs (open collector)Removable Terminal Block | \$151.80 | 15\% | \$129.03 |
| $\frac{3}{4}$ | CA-115 | Mobile Mixer/Amplifier- 12 VDC- 15 W- 4/8 Ohms- Handheld Microphone | \$154.10 | 15\% | \$130.99 |
| $\bigcirc$ | CA-130 | Mobile Mixer/Amplifier- 12 VDC- 30 W- 4/8 Ohms- Handheld Microphone | \$189.90 | 15\% | \$161.42 |
| 4 | CA-160 | Mobile Mixer/Amplifier- 12 VDC- 60 W- 4/8 Ohms- Handheld Microphone | \$252.30 | 15\% | \$214.46 |
| 운 | CS-154 | Wide-Range Paging Speaker-15 W- 70.7/100 V Transformer- Mounting Bracket Incl. | \$149.70 | 15\% | \$127.25 |
| $\begin{aligned} & 0 \\ & \text { 튼 } \end{aligned}$ | CS-154U | UL1480UEAY-Listed Wide-Range Paging Speaker-15 W- 70.7/100 V TransformerMounting Bracket Incl. | \$165.20 | 15\% | \$140.42 |
| $\underset{\sim}{\bullet}$ | CS-304 | Wide-Range Paging Speaker- 30 W- $70.7 / 100$ V Transformer- Mounting Bracket Included | \$151.80 | 15\% | \$129.03 |
| $\frac{. ㅡ ㅡ ㅡ ㅇ ㅡ ㅇ ~}{\circ}$ | CS-304U | UL1480UEAY-Listed Wide-Range Paging Speaker- 30 W- 70.7/100 V TransformerMounting Bracket Incl. | \$176.40 | 15\% | \$149.94 |
| 0 | CS-64 | Wide-Range Paging Speaker- $6 \mathrm{~W}-70.7 / 100 \mathrm{~V}$ Transformer- Mounting Bracket Included | \$93.70 | 15\% | \$79.65 |


|  | CS-64U | UL1480UEAY-Listed Wide-Range Paging Speaker- 6 W- 70.7/100 V TransformerMounting Bracket Included | \$149.70 | 15\% | \$127.25 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | CS-761B | 2-Way Weatherproof Music Horn speaker - 70 V line: $60 \mathrm{~W}, 30 \mathrm{~W}, 15 \mathrm{~W}, 7.5 \mathrm{~W}$; Black. Optional Speaker mount bracket: SP-201, Pole band: YS60B | \$442.00 | 15\% | \$375.70 |
| $\begin{aligned} & 0 \\ & 0 \\ & 6 \\ & 0 \end{aligned}$ | CS-761W | 2-Way Weatherproof Music Horn speaker - 70 V line: 60 W, $30 \mathrm{~W}, 15 \mathrm{~W}, 7.5 \mathrm{~W}$; White. Optional Speaker mount bracket: SP-201, Pole band: YS60B | \$442.00 | 15\% | \$375.70 |
| $\begin{aligned} & 8 \\ & 8 \\ & \hline \end{aligned}$ | D-001R | Input Module for 9000/9000M2- Two Mic/Line Inputs w/DSP- Stereo Summing Dual RCA Jacks on Each Input | \$223.20 | 15\% | \$189.72 |
| \# | D-001T | Input Module for 9000/9000M2- Two Mic/Line Inputs w/ DSP- Removable Terminal Block | \$223.20 | 15\% | \$189.72 |
| 0 <br>  | D-2000AD1 | D-2008 Input Module- Four Balanced Mic/Line Inputs XLR-F Connectors | \$743.50 | 15\% | \$631.98 |
| O | D-2000CB | CobraNet In/Out Module | \$1,031.40 | 15\% | \$876.69 |
| - | D-2000DA1 | D-2008 Output Module- Four Balanced Line Outputs- XLR-M Connectors | \$698.80 | 15\% | \$593.98 |
| $\begin{aligned} & \text { 힐 } \\ & \stackrel{1}{2} \\ & \stackrel{\rightharpoonup}{3} \\ & \hline \end{aligned}$ | D-2008SP CU | Modular Digital Mixer; Thirty-two channel DSP 3 U frame w/ Eight Available module slotsaccepts D-2000 and D-901 modules and control modules for contact I/O or D-911 VCA fader controller. Optional CobraNet module (D-2000CB)- Available separately. | \$6,851.10 | 15\% | \$5,823.44 |
|  | D-901 US | Modular Digital Mixer- Up to Twelve Mic/Line Inputs/8 Line Outputs- Feedback Suppression-Auto-Mixing- EQ (3U) | \$2,919.80 | 15\% | \$2,481.83 |
| 응 | D-911 | VCA Fader Control Unit- Requires D-984VC (D901 \& D-2008SP) | \$1,230.10 | 15\% | \$1,045.59 |
| 4 | D-921E | Input Module- Two Mic/Line Inputs- Balanced-24-Bit A/D- Phoenix-Type Connectors. | \$337.30 | 15\% | \$286.71 |
| $\mathrm{O}$ | D-921F | Input Module- Two Mic/Line Inputs- Balanced-24-Bit A/D- XLR-F Connectors | \$337.30 | 15\% | \$286.71 |
| ت | D-922E | Input Module- Two Mic/Line Inputs- Balanced-20-Bit A/D- Phoenix-Type Connectors. | \$218.80 | 15\% | \$185.98 |
| $\frac{\stackrel{i n}{4}}{\frac{1}{0}}$ | D-922F | Input Module- Two Mic/Line Inputs- Balanced-20-Bit A/D- XLR-F Connectors. | \$218.80 | 15\% | \$185.98 |
|  | D-923AE | Digital Input Module (AES/EBU). | \$444.30 | 15\% | \$377.66 |
| 1 | D-936R | Input Module- Four Stereo Inputs- Unbalanced-24-Bit A/D- Stereo RCA Connectors. | \$294.70 | 15\% | \$250.50 |
| 읒 | D-971E | Output Module- Four Balanced Line Outputs-Phoenix-Type Connectors. | \$377.40 | 15\% | \$320.79 |
| 0 | D-971M | Output Module- Four Balanced Line Outputs-XLR-M Connectors. | \$377.40 | 15\% | \$320.79 |

141 Grace Dr. Easley, SC 29640 • 888.983.6267 • www.encoretg.com • insidesales@encoretg.com


|  | E-05R | Processor Module for H-2/H-2WP SpeakersDual RCA Jacks | \$134.00 | 15\% | \$113.90 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | EABOX QAM | TOAlert Dynamic View- Displays 1920x1080 content on existing displays with an HDMI input. Wired or Wireless LAN connectivity. Time sync. Battery backup. Power supply included | Open | 15\% | - |
| $\begin{aligned} & \mathbf{o} \\ & \mathbf{0} \\ & \mathbf{5} \\ & \mathbf{N} \\ & \mathbf{N} \end{aligned}$ | EADV2 QAM | TOAlert Dynamic Display- 21.5" 1920x1080 display capable of landscape or portrait orientation. Wired or Wireless LAN connectivity. Time sync. Battery backup. Power supply included | Open | 15\% | - |
| 8 8 + 7 7 | EAIV3 QAM | TOAlert Integrator provides 2 Normally Open contact closure inputs and one NO or NC relay output. Max 5 integrators per system. Includes power supply. | Open | 15\% | - |
| - | EASMB QAM | TOAlert_EverAlert Bracket | Open | 15\% | \#VALUE! |
| 등 | EM-380-AM | Gooseneck Microphone- On/Off switch, Blue LED indicator, Phantom power required | \$144.00 | 15\% | \$122.40 |
| $\stackrel{-}{(1)}$ | EM-600 | Flush-mount Button Microphone- Phantom power required | \$325.90 | 15\% | \$277.02 |
| 틍 | EM-700 | Boundary Microphone- Phantom power required | \$542.50 | 15\% | \$461.13 |
| ت | EM-800 | Gooseneck Microphone- Phantom power required | \$303.60 | 15\% | \$258.06 |
| $\underset{\sim}{0}$ | EQ-0101 | Equalization box for HA-1010-AMQ to ensure clarity by long distance transmission and protect the speaker driver unit. One per amp output. | \$852.70 | 15\% | \$724.80 |
| $\frac{0}{9}$ | ER-1000A-BT | A compact, lightweight, hands-free portable public address system with 6 w speaker build-in, It can play music by paring with Bluetooth o audio player. | \$435.40 | 15\% | \$370.09 |
| $\mathbb{L}$ | ER-1203 | Megaphone 3 W- Dark Gray | \$174.10 | 15\% | \$147.99 |
| 는 | ER-1206 | Megaphone 6 W- Dark Gray | \$176.40 | 15\% | \$149.94 |
| T | ER-1206S | Megaphone 6 W- Siren- Red | \$196.50 | 15\% | \$167.03 |
| O | ER-1206W | Megaphone 6 W- Whistle- Yellow | \$196.50 | 15\% | \$167.03 |
| (1) | ER-1215 | Megaphone 15 W- White/Gray | \$122.90 | 15\% | \$104.47 |
| $\stackrel{1}{\square}$ | ER-1215S | Megaphone 15 W- Siren- Red | \$134.00 | 15\% | \$113.90 |
| T | ER-2215 | Shoulder Megaphone 15 W- White/Gray | \$131.80 | 15\% | \$112.03 |
|  | ER-2215W | Shoulder Megaphone 15 W- Whistle- White/Gray | \$140.70 | 15\% | \$119.60 |


|  | ER-2230W | Shoulder Megaphone 30 W- Whistle- White/Gray | \$352.80 | 15\% | \$299.88 |
| :---: | :---: | :---: | :---: | :---: | :---: |
| 웅 | ER-2930W | Wireless Shoulder Megaphone 30 W- Whistle-White/Gray- (Wireless requires optional WTU4800) | \$482.10 | 15\% | \$409.79 |
|  | ER-3215 | Megaphone 15 W- Microphone- White/Gray | \$131.80 | 15\% | \$112.03 |
|  | ER-520 | Megaphone 6 W- White/Gray | \$87.10 | 15\% | \$74.04 |
|  | ER-520S | Megaphone 6 W- Siren- Red | \$98.20 | 15\% | \$83.47 |
| OO |  |  |  |  |  |
|  |  |  |  |  |  |
| $$ | EV-20RPS | Digital Message Repeater, 6 Minute Storage Capacity, Includes AD-246 AC Power Supply | \$1,279.20 | 15\% | \$1,087.32 |
| $\begin{aligned} & \text { 등 } \\ & \hline 0 \end{aligned}$ | EV-700PS | Rack-Mountable Digital Message Repeater, Stores over 32,000 .wav messages (3 hrs). 256 programs. Includes AD-246 Power Supply | \$2,832.90 | 15\% | \$2,407.97 |
| 든틍을분 | EV-CF128M | Commercial grade 128 MB memory card that is a combination of compact flash card and ATA flash card adapter for EV-700PS \& SX-2000SM | \$328.20 | 15\% | \$278.97 |
|  | F-1000BT | Surface Mount Speaker- Two-Way- 4"- 8 <br> Ohm/70.7/100 V Transformer ( 15 W )- <br> Wall/Ceiling-Mount Bracket Included- Black | \$158.60 | 15\% | \$134.81 |
| $\begin{aligned} & \overline{0} \\ & \underset{\sim}{0} \end{aligned}$ | F-1000BTWP | Surface Mount Speaker- Weather-Resistant-Two-Way- 4"- 70.7/100 V Transformer (15 W)-Wall/Ceiling-Mount Bracket Included- Black | \$187.40 | 15\% | \$159.29 |
| $\sum_{i}^{\dot{0}}$ | F-1000WT | Surface Mount Speaker- Two-Way- 4"- 8 <br> Ohm/70.7/100 V Transformer (15 W)- <br> Wall/Ceiling-Mount Bracket Included- White | \$158.60 | 15\% | \$134.81 |
|  | F-1000WTWP | Surface Mount Speaker- Weather-Resistant-Two-Way- 4"- 70.7/100 V Transformer (15 W)-Wall/Ceiling-Mount Bracket Included- White | \$187.40 | 15\% | \$159.29 |
| $\begin{aligned} & 4 \\ & \frac{1}{2} \\ & \vdots \end{aligned}$ | F-122CU2 | Full-Range Processed Ceiling Speaker- 5 "- Back-can- 25/70.7 V Transformer- 30 W- 8 ohms- UL-1480UUMW/2043- Requires E-03, 9000 series, or DSP- Tile Bridge Included- Priced Per Unit | \$250.00 | 15\% | \$212.50 |
| $\begin{aligned} & 4 \\ & \text { U } \\ & \text { © } \\ & \text { 4. } \\ & 0 \\ & 0 \\ & 0 \end{aligned}$ | F-122CU2 | Full-Range Processed Ceiling Speaker- $5^{\prime \prime}$ - Back-can- 25/70.7 V Transformer- 30 W- 8 ohms- UL-1480UUMW/2043-Requires E-03, 9000 series, or DSP- Tile Bridge Included- Priced in Pairs. | \$500.00 | 15\% | \$425.00 |
|  | F-1300BT | Surface Mount Speaker (5" 2-Way- 30W-8 Ohm/70V/100V- Black) | \$230.00 | 15\% | \$195.50 |
| 튼 | F-1300BTWP | Weather-Resistant Surface Mount Speaker (5" 2-Way-30W- 70V- Black) | \$285.80 | 15\% | \$242.93 |
|  | F-1300WT | Surface Mount Speaker (5" 2-Way-30W-8 Ohm/70V/100V- White) | \$230.00 | 15\% | \$195.50 |
|  | F-1300WTWP | Weather-Resistant Surface Mount Speaker (5" 2-Way- 30W- 70V- White) | \$285.80 | 15\% | \$242.93 |
|  | F-1522SC | Full-Range Ceiling Speaker- 4"- 25/70.7 V Transformer- 6 W- 8 Ohms | \$98.20 | 15\% | \$83.47 |


|  | F-2000BT | Surface Mount Speaker- Two-Way- 8"- 8 Ohm/70.7/100 V Transformer ( 60 W)- <br> Wall/Ceiling-Mount Bracket Included- Black | \$352.80 | 15\% | \$299.88 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | F-2000BTWP | Surface Mount Speaker- Weather-Resistant-Two-Way- 8"- 70.7/100 V Transformer (60 W)-Wall/Ceiling-Mount Bracket Included- Black | \$417.60 | 15\% | \$354.96 |
| 웅 | F-2000WT | Surface Mount Speaker- Two-Way- 8"- 8 <br> Ohm/70.7/100 V Transformer (60 W)- <br> Wall/Ceiling-Mount Bracket Included- White | \$352.80 | 15\% | \$299.88 |
| $\begin{aligned} & \text { F } \\ & \mathbf{o} \\ & \mathbf{o} \end{aligned}$ | F-2000WTWP | Surface Mount Speaker- Weather-Resistant-Two-Way- 8"- 70.7/100 V Transformer (60 W)-Wall/Ceiling-Mount Bracket Included- White | \$417.60 | 15\% | \$354.96 |
| $\stackrel{8}{9}$ | F-2322C | Full-Range Ceiling Speaker- 5 "- Back-can25/70.7 V Transformer- 30 W- 8 Ohms | \$149.70 | 15\% | \$127.25 |
| $\begin{aligned} & \text { \# } \\ & \text { - } \\ & \text { © } \end{aligned}$ | F-2322CU2 | Full-Range Ceiling Speaker- $5^{\prime \prime}$ - Back-can25/70.7 V Transformer-30 W- 8/16 Ohm- Tile Bridge Included- Priced Per Unit | \$178.50 | 15\% | \$151.73 |
| $\begin{aligned} & \text { 立 } \\ & \hline \text { 릉 } \end{aligned}$ | F-2322CU2 | Full-Range Ceiling Speaker- 5"- Back-can25/70.7 V Transformer- 30 W- 8/16 Ohm- Tile Bridge Included- Priced in pairs. | \$357.00 | 15\% | \$303.45 |
| $+$ | F-2352C | Co-axial Ceiling Speaker- 5"- Back-can- 25/70.7 V Transformer- 30 W- 8 Ohms | \$176.40 | 15\% | \$149.94 |
| (1) <br> 릉 | F-2352CU2 | Co-axial Ceiling Speaker-5"- Back-can- 25/70.7 V Transformer- 30 W- 8 Ohm- Tile Bridge Included- Priced Per Unit | \$203.30 | 15\% | \$172.81 |
| ت | F-2352CU2 | Co-axial Ceiling Speaker- 5"- Back-can- 25/70.7 V Transformer- 30 W- 8 Ohm- Tile Bridge Included- Priced in pairs | \$406.60 | 15\% | \$345.61 |
| $$ | F-2352SC | Co-axial Ceiling Speaker-5"- 25/70.7 V Transformer- 6 W- 8 Ohms | \$114.00 | 15\% | \$96.90 |
|  | F-2852C | Co-axial Ceiling Speaker- 6.5"- Back-can25/70.7 V Transformer- 60 W- 8 Ohms | \$232.20 | 15\% | \$197.37 |
| $\frac{2}{4}$ | F-2852CU2 | Co-axial Ceiling Speaker- $6.5^{\prime \prime}$ - Back-can- 25/70.7 V Transformer- 60 W- 8 Ohm- Tile Bridge Included- Priced Per Unit- Packaged in pairs- but may be sold individually- UL2043 | \$254.40 | 15\% | \$216.24 |
| 는 | F-DRYWALLKIT | Pre-construction bracket for drywall installation for F-122, F-2322, F-2352 | \$44.70 | 15\% | \$38.00 |
| $0$ | FB-120B | Subwoofer-12"- 600 W-8 Ohms- Black | \$654.20 | 15\% | \$556.07 |
| O | FB-120W | Subwoofer-12"- 600 W-8 Ohms- White | \$654.20 | 15\% | \$556.07 |
| 든 | FB-150B | Subwoofer-15"- 600 W-8 Ohms- Black | \$2,140.90 | 15\% | \$1,819.77 |
| - | FB-150W | Subwoofer-15"- 600 W-8 Ohms- White | \$2,140.90 | 15\% | \$1,819.77 |
| O | FB-3862CU-AM | Ceiling Subwoofer - 8"-60W-70V and $8 \Omega$ | \$341.70 | 15\% | \$290.45 |
| $0$ | GS-302 | Outdoor/Garden speaker, IP-X4 resin enclosure 15W@ 70V | \$196.50 | 15\% | \$167.03 |
|  | H004896R QAM | TOAlert PoE Relay triggered by programmed events in InCloud dashboard | Open | 15\% | - |


|  | H00518 | 84 QAM | TOAlert Wi-Fi Relay triggered by programmed events in InCloud dashboard | Open | 15\% | - |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| $\circ$ <br> 0 <br> 0 <br> 0 <br> $\mathbf{N}$ <br> 0 <br> 0 <br> 0 <br>  | H-1 | EX | Interior Design Speaker- 2-Way- Cylinder-Shaped-Wall/Ceiling-Mount- 12 W- 70.7/100 V Transformer- Paintable | \$214.30 | 15\% | \$182.16 |
|  | H-2 | EX | Interior Design Speaker- 2-Way- Dome-Shaped-Wall/Ceiling-Mount- 12 W- 70.7/100 V Transformer- Paintable | \$234.50 | 15\% | \$199.33 |
|  | H-2WP | P EX | Interior Design Speaker- 2-Way- Dome-Shaped-Wall/Ceiling-Mount- 12 W- 70.7/100 V Transformer- Paintable- Weather-Resistant | \$272.40 | 15\% | \$231.54 |
|  | H-3 | EX | Interior Design Speaker- Wide-Dispersion- Wall-Mount- 2-Way- 30 W- 70.7/100 V TransformerPaintable | \$397.30 | 15\% | \$337.71 |
| $\begin{aligned} & \# \\ & \text { \# } \\ & \text { O} \end{aligned}$ | H-3WP | EX | Interior Design Speaker- Wide-Dispersion- Wall-Mount- 2-Way- 30 W- 70.7/100 V Transformer-Paintable- Weather-Resistant | \$453.30 | 15\% | \$385.31 |
|  | HA-1010-AMQ |  | Slim Outdoor Line Array Speaker, IP66, 60W@70V; Mounting hardware included (Lbracket, bolts). Accessory: EQ-0101 equalization box. | \$1,596.20 | 15\% | \$1,356.77 |
| $\begin{aligned} & \text { تـ } \\ & \frac{1}{(1)} \end{aligned}$ | HB-1 |  | Subwoofer- In-Wall/Ceiling-Mount- 8"- 240 W-Paintable- 8 Ohms- Optional transformer MTS0601 (70v/60W) | \$593.80 | 15\% | \$504.73 |
| 들 | HS-1200BT |  | 12" 2-way Controlled Directivity Speaker- Black (8 Ohm/300W \& 70V) | \$517.90 | 15\% | \$440.22 |
| 다 | HS-1200WT |  | 12" 2-way Controlled Directivity Speaker- White( $8 \mathrm{Ohm} / 300 \mathrm{~W} \& 70 \mathrm{~V}$ ) | \$517.90 | 15\% | \$440.22 |
| $\begin{aligned} & 0 \\ & .0 \\ & .0 \end{aligned}$ | HS-1500BT |  | 15" 2-way Controlled Directivity Speaker- Black(8 Ohm/300W \& 70V) | \$654.20 | 15\% | \$556.07 |
| 2 | HS-1500WT |  | 15" 2-way Controlled Directivity Speaker- White (8 Ohm/300W \& 70V) | \$654.20 | 15\% | \$556.07 |
| 을 | HX-5B |  | Variable Directivity Speaker- 600 W - 8 OhmsBlack | \$913.10 | 15\% | \$776.14 |
| 4 | HX-5B-WP |  | Variable Directivity Speaker- Weather-resistant600 W- 8 Ohms- Black | \$1,078.30 | 15\% | \$916.56 |
| $0$ | HX-5W |  | Variable Directivity Speaker - 600 W- 8 OhmsWhite | \$913.10 | 15\% | \$776.14 |
| © | HX-5W-WP |  | Variable Directivity Speaker- Weather-resistant600 W- 8 Ohms- White | \$1,078.30 | 15\% | \$916.56 |
| $\begin{array}{r}0 \\ 0 \\ 0 \\ \hline 0\end{array}$ | HX-7B |  | Variable Directivity Speaker- $8 \times 5.5$ in woofers- 4 x 1" Waveguide-loaded HF Compression Drivers. 750W- 8 Ohms- Black. Includes two suspension brackets. | \$2,151.90 | 15\% | \$1,829.12 |
| $\begin{gathered} \text { 튼 } \\ \text { ㅂ } \\ \text { ㅇㅡㅡㄹ } \end{gathered}$ | HX-7B-WP |  | Variable Directivity Speaker- $8 \times 5.5$ in woofers- 4 x 1" Waveguide-loaded HF Compression Drivers. 750W- 8 Ohms- Weather-resistant (IPX4). Black. Does not include suspension brackets. See rigging hardware guide for required mounting accessories. | \$2,540.30 | 15\% | \$2,159.26 |
| $\mathbf{O}$ <br>  <br>   | HX-7W |  | Variable Directivity Speaker- $8 \times 5.5$ in woofers- 4 x 1 " Waveguide-loaded HF Compression Drivers. 750W- 8 Ohms- White. Includes two suspension brackets. | \$2,151.90 | 15\% | \$1,829.12 |
|  | HX-7W-WP |  | Variable Directivity Speaker- $8 \times 5.5$ in woofers- 4 x 1 " Waveguide-loaded HF Compression Drivers. 750W- 8 Ohms- Weather-resistant (IPX4). White. | \$2,540.30 | 15\% | \$2,159.26 |


|  |  | Does not include suspension brackets. See rigging hardware guide for required mounting accessories. |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | HY-1200HB | HS-1200 bracket; Wall-mount- Black | \$80.40 | 15\% | \$68.34 |
|  | HY-1200HW | HS-1200 bracket; Wall-mount- White | \$80.40 | 15\% | \$68.34 |
|  | HY-1200VB | HS-1200 bracket; Ceiling-mount- Black | \$80.40 | 15\% | \$68.34 |
| 웅 | HY-1200VW | HS-1200 bracket; Ceiling-mount- White | \$80.40 | 15\% | \$68.34 |
| $\begin{aligned} & \underset{N}{\mathbf{N}} \end{aligned}$ | HY-1500HB |  |  |  |  |
| $\begin{aligned} & \mathbf{N} \\ & \hline 8 \\ & \hline \end{aligned}$ | HY-1500HB | HS-1500 bracket; Wall-mount- Black | \$96.00 | 15\% | \$81.60 |
| $\begin{aligned} & \text { + } \\ & \# \end{aligned}$ | HY-1500HW | HS-1500 bracket; Wall-mount- White | \$96.00 | 15\% | \$81.60 |
| - | HY-1500VB | HS-1500 bracket; Ceiling-mount- Black | \$96.00 | 15\% | \$81.60 |
| $\bigcirc$ | HY-1500VW | HS-1500 bracket; Ceiling-mount-White | \$96.00 | 15\% | \$81.60 |
| $\underset{\underset{1}{C}}{\underline{E}}$ | HY-60DB-WP-3 | HX-7 60 ${ }^{\circ}$ Angle Adjustment Bracket (Black/Waterproof) x3 | \$218.80 | 15\% | \$185.98 |
| 들 | HY-60DW-WP-3 | HX-7 $60^{\circ}$ Angle Adjustment Bracket (White/Waterproof) x3 | \$218.80 | 15\% | \$185.98 |
| 파 | HY-AM1B-Q | AM-1 (AMIO) Adjustable Pole - Black | \$388.40 | 15\% | \$330.14 |
| $\underset{\sim}{\boldsymbol{0}}$ | HY-AM1W-Q | AM-1 (AMIO) Adjustable Pole - White | \$388.40 | 15\% | \$330.14 |
| - | HY-BC1 | Back Can- Black F-122C/CU2; F-2322C/CU2; F2352C/CU2; F-2352SC | \$42.60 | 15\% | \$36.21 |
| 4 | HY-BC802-AM | Flush-mount Metal Back-can for IR-802- IR802SP | \$149.70 | 15\% | \$127.25 |
| $\stackrel{1}{1}$ | HY-BH10B | F-1000B/WT F-1300B/WT Board Hanging Bracket Black | \$42.60 | 15\% | \$36.21 |
| O-0 | HY-C0801 | HS-1200BT HS-1500BT Ceiling Mount Angle Bracket- Black | \$196.50 | 15\% | \$167.03 |
|  | HY-C0801W | HS-1200WT HS-1500WT Ceiling Mount Angle Bracket- White | \$196.50 | 15\% | \$167.03 |
| $\frac{\underline{2}}{\underline{1}}$ | HY-CL10B | F-1000B/WT F-1300B/WT Cluster-Mount Bracket- Black | \$75.90 | 15\% | \$64.52 |
| $\bigcirc$ | HY-CL20B | F-2000B/WT Cluster-Mount Bracket- Black | \$142.90 | 15\% | \$121.47 |
| 으은 | HY-CM10B | F-1000BT F-1300BT Ceiling-Mount BracketBlack | \$40.30 | 15\% | \$34.26 |
| 0 | HY-CM10W | F-1000WT F-1300WT Ceiling-Mount BracketWhite | \$40.30 | 15\% | \$34.26 |

141 Grace Dr. Easley, SC 29640 • 888.983.6267 • www.encoretg.com • insidesales@encoretg.com

|  | HY-CM20B | F-2000BT Ceiling-Mount Bracket- Black | \$71.40 | 15\% | \$60.69 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | HY-CM20W | F-2000WT Ceiling-Mount Bracket- White | \$71.40 | 15\% | \$60.69 |
|  | HY-CM7BSET | HX-7 Ceiling Bracket- Black (HY-VM7B+HYC0801B) | \$736.70 | 15\% | \$626.20 |
| 0 | HY-CM7WSET | HX-7 Ceiling Bracket- White (HY-VM7W+HYC0801W) | \$736.70 | 15\% | \$626.20 |
| O | HY-CN1B | HX-5 Joining Bracket- Black | \$44.70 | 15\% | \$38.00 |
| $\begin{aligned} & \dot{寸} \\ & \ddagger \end{aligned}$ | HY-CN1B-WP | HX-5 Joining Bracket- Outdoor- Stainless Steel Black | \$60.40 | 15\% | \$51.34 |
| - | HY-CN1W | HX-5 Joining Bracket- White | \$44.70 | 15\% | \$38.00 |
| O | HY-CN1W-WP | HX-5 Joining Bracket- Outdoor- Stainless Steel White | \$60.40 | 15\% | \$51.34 |
| $\underset{\sim}{C}$ | HY-CN7B-WP | HX-7 Joining Bracket- Outdoor- Stainless Steel Black | \$89.30 | 15\% | \$75.91 |
| -을 | HY-CN7W-WP | HX-7 Joining Bracket- Outdoor- Stainless Steel White | \$89.30 | 15\% | \$75.91 |
| III | HY-CW1B | HX-5 Ceiling Bracket- Black | \$163.00 | 15\% | \$138.55 |
| - | HY-CW1W | HX-5Ceiling Bracket- White | \$163.00 | 15\% | \$138.55 |
| - | HY-CW1WP | HX-5 Ceiling Bracket- Outdoor Stainless Steel | \$227.70 | 15\% | \$193.55 |
| 8 | HY-H1 | Adapter Panel for H-1 EX to fit into a Raco Model 953 4-gang Electrical Box | \$31.20 | 15\% | \$26.52 |
| - | HY-MT7 | Bracket for Mounting MT-200 to HX-7 loudspeakers | \$254.40 | 15\% | \$216.24 |
| - | HY-PF1B | Rigging Frame for FB-120 and HX-5 Black | \$185.50 | 15\% | \$157.68 |
| 등 | HY-PF1W | Rigging Frame for FB-120 and HX-5 White | \$185.50 | 15\% | \$157.68 |
| 튼 | HY-PF1WP | Rigging Frame for FB-120 and HX-5 Weatherproof | \$203.30 | 15\% | \$172.81 |
| © | HY-PF7B | Rigging Frame for FB-150 and HX-7- Black | \$254.40 | 15\% | \$216.24 |
| 능 | HY-PF7W | Rigging Frame for FB-150 and HX-7- White | \$254.40 | 15\% | \$216.24 |
|  | HY-RR1 | Ceiling Reinforcement Ring- F-1522SC | \$20.10 | 15\% | \$17.09 |


|  | HY-RR2 | Ceiling Reinforcement Ring- F-122C/CU2 F2322C/CU2 F-2352C/CU2 F-2352SC | \$24.60 | 15\% | \$20.91 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | HY-ST1 | HX-5 Stand Adapter- Black | \$131.80 | 15\% | \$112.03 |
|  | HY-ST7 | HX-7 Stand Bracket- Black | \$547.00 | 15\% | \$464.95 |
| $\begin{aligned} & \mathbf{o} \\ & \mathbf{1} \\ & \mathbf{N} \end{aligned}$ | HY-TB1 | Tile Rails- F-122C/CU2 F-2322C/CU2 F2352C/CU2 F-2352SC F-2852C/CU2 (2 per speaker required) | \$26.70 | 15\% | \$22.70 |
| $\begin{aligned} & 8 \\ & 8 \\ & \text { ? } \end{aligned}$ | HY-TM7B-WP | HX-7 T Bracket- Outdoor- Stainless Steel Black | \$544.70 | 15\% | \$463.00 |
| $\underset{\text { ¥ }}{\ddagger}$ | HY-TM7W-WP | HX-7 T Bracket- Outdoor- Stainless Steel White | \$544.70 | 15\% | \$463.00 |
| $\begin{aligned} & \text { TO } \\ & \text { © } \end{aligned}$ | HY-TR1 | Trim Ring- F-122C/CU F-2322C/CU2 F2352C/CU2 F-2352SC | \$29.00 | 15\% | \$24.65 |
| $0$ | HY-W0801 | HS-1200BT/HS-1500BT Wall Mount Angle- Black | \$276.90 | 15\% | \$235.37 |
|  | HY-W0801W | HS-1200WT/HS-1500WT Wall Mount AngleWhite | \$276.90 | 15\% | \$235.37 |
| 을 | HY-WB802-AM | Metal wall-bracket assembly for IR-802 IR-802T IR-802PA | \$109.60 | 15\% | \$93.16 |
| + | HY-VM7B | Speaker rigging bracket for HX -7. Black. Allows multiple HX-7s to be flown together without FB150 subwoofer. | \$480.00 | 15\% | \$408.00 |
| $\stackrel{\oplus}{\gtrless}$ | HY-VM7W | Speaker rigging bracket for $\mathrm{HX}-7$. Black. Allows multiple HX-7s to be flown together without FB150 subwoofer. | \$480.00 | 15\% | \$408.00 |
| 응 | HY-WM1B | HX-5 Wall/Ceiling Bracket- Black | \$82.70 | 15\% | \$70.30 |
| 4 | HY-WM1W | HX-5 Wall/Ceiling Bracket- White | \$82.70 | 15\% | \$70.30 |
| 는 | HY-WM1WP | HX-5 Wall/Ceiling Bracket- Outdoor Stainless Steel | \$102.60 | 15\% | \$87.21 |
| O | HY-WM2B | HX-5 Wall/Ceiling Bracket- Black | \$100.50 | 15\% | \$85.43 |
| 는 | HY-WM2W | HX-5 Wall/Ceiling Bracket- White | \$100.50 | 15\% | \$85.43 |
| 등 | HY-WM2WP | HX-5 Wall/Ceiling Bracket- Outdoor Stainless Steel | \$134.00 | 15\% | \$113.90 |
| E | HY-WM7B | HX-7 wall mount bracket (Black) | \$332.60 | 15\% | \$282.71 |
| - | HY-WM7BSET | HX-7 Wall Mount Bracket kit- Black (HY-VM7B+HY-WM7B) | \$826.00 | 15\% | \$702.10 |
| $\cdots$ | HY-WM7W | HX-7 wall mount bracket (White) | \$332.60 | 15\% | \$282.71 |
| $0$ | HY-WM7WSET | HX-7 Wall Mount Bracket kit- White. (HY-VM7W+HY-WM7W) | \$826.00 | 15\% | \$702.10 |
|  | IP-A1AF | IP to analog and analog to IP bridge. Outputs include speaker level and line level. Unit is powered by PoE/PoE+ for up to 15W@8』 on | \$663.00 | 15\% | \$563.55 |


|  |  | PoE+. Accepts mic/line level input. Control relay output. |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | IP-A1PC238 | 8W PoE IP ceiling speaker w/spring catch mounting hardware. 2 control inputs, 1 control output. Unit price | \$617.00 | 15\% | \$524.45 |
|  | IP-A1PC238 | 8W PoE IP ceiling speaker. 4-pack price | \$2,468.00 | 15\% | \$2,097.80 |
| (1P-A1PC580R 8W 8" PoE ceiling speaker. Mic/line level input - \$739.00 |  |  |  |  |  |
| $\begin{aligned} & 0 \\ & \text { O } \\ & 寸 \\ & \ddagger \\ & \text { O} \end{aligned}$ | IP-A1PC580S | 8W 8" PoE speaker on square baffle for surface mount applications. Mic/line level input w/phantom power. 2 control inputs, 1 control output. Use with associated surface mount square back can. | \$739.00 | 15\% | \$628.15 |
| $\begin{aligned} & \text { 은 } \\ & \text { 릉 } \\ & 0 \end{aligned}$ | IP-A1PG | Converts IP audio into multicast streaming for zoning/paging groups PoE powered. Aux analog audio input. Control input for triggering broadcasts. Calendar/Scheduler for prerecorded broadcasts. Priority management" | \$1,236.00 | 15\% | \$1,050.60 |
|  | IP-A1SC15 | IP horn speaker with built-in 15 W power amplifier (PoE+) with integrated audio source for 20 pre-recorded messages.for standard IP networks controlled by VMS or SIP-based systems. Maximum sound pressure level of 124 dB: Operates between $-30^{\circ} \mathrm{C}$ and $+55^{\circ} \mathrm{C}$ - IP66Network I/F: 100BASE-TX, MDI/MDI-X, RJ-45Network Protocol: TCP/IP, UDP, HTTP, RTP, ARP, ICMP, RTSP, SIP (RFC3261), Priced per unit | \$732.30 | 15\% | \$622.46 |
| $\begin{aligned} & \text { 음 } \\ & \frac{0}{3} \\ & \frac{4}{4} \\ & 0 \\ & \hline \end{aligned}$ | IP-A1SC15 | IP horn speaker with built-in 15 W power amplifier ( $\mathrm{PoE}+$ ) with integrated audio source for 20 pre-recorded messages.for standard IP networks controlled by VMS or SIP-based systems. Maximum sound pressure level of 124 dB : Operates between $-30^{\circ} \mathrm{C}$ and $+55^{\circ} \mathrm{C}$ - IP66Network I/F: 100BASE-TX, MDI/MDI-X, RJ-45Network Protocol: TCP/IP, UDP, HTTP, RTP, ARP, ICMP, RTSP, SIP (RFC3261), Priced in 4 pcs | \$2,929.20 | 15\% | \$2,489.82 |
| 4 | IR-200BC US | Dual charger for IR-200M/300M Transmitters | \$640.90 | 15\% | \$544.77 |
| © | IR-200BT-2Y | Two Rechargeable Ni-MH Batteries for IR Transmitters 2300mAh | \$51.50 | 15\% | \$43.78 |
| 등 | IR-200M Y | Infrared Wireless Handheld Microphone- 2 Ch. Selection- Electret Condenser (requires IR-200BT-2Y or 2 x AA) | \$346.20 | 15\% | \$294.27 |
| E 든 | IR-300M Y | Infrared Wireless Hands-free Microphone- 2 Ch. Selection- Electret Condenser- with external Mic. input (requires IR-200BT-2Y or $2 \times \mathrm{AA}$ ) | \$352.80 | 15\% | \$299.88 |
| $\stackrel{\square}{\square}$ | IR-310BC US | Battery charger for single IR-310M Transmitter | \$352.80 | 15\% | \$299.88 |
| $\begin{aligned} & \bar{\circ} \\ & \substack{\text { ® }} \\ & \hline \end{aligned}$ | IR-310M Y | Lightweight Infrared Wireless Hands-free Microphone- 2 Ch. Selection- Electret Condenser- with external Mic. Input. Panic button option. Requires $1 \times$ IR-200BT-2Y or $1 \times$ AA. | \$328.20 | 15\% | \$278.97 |


|  | IR-500R Y | Infrared Wireless Receiver for IR-702T- with angle adjustments- wall mount- requires 1-Gang Electrical Box | \$297.00 | 15\% | \$252.45 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | IR-510R Y | Infrared Wireless Dome Receiver for IR-702Tceiling mount | \$433.10 | 15\% | \$368.14 |
|  | IR-520R Y | Infrared Wireless Receiver for IR-702T- Economy type- wall or stand mounting | \$138.40 | 15\% | \$117.64 |
| $\begin{aligned} & \text { on } \\ & 0 \\ & \hline 10 \end{aligned}$ | IR-700D US | Infrared Wireless Distributor with 4 IR receiver inputs- 2 distribution outputs ( 1 U - requires an IR$5 \times x$ R receiver) | \$337.30 | 15\% | \$286.71 |
| $\begin{aligned} & \mathbf{N} \\ & \mathbf{O} \end{aligned}$ | IR-702T US | Infrared Wireless Tuner- Dual Channel- 2 Ch. Selection- (1U- requires an IR-5xxR receiver) | \$410.70 | 15\% | \$349.10 |
| $\begin{aligned} & 8 \\ & \text { e } \\ & \text { + } \\ & \hline \end{aligned}$ | IR-801AF US | Emergency override function interface. RJ45 to audio and contact activation. Works with IR802T and IR-820SP. | \$765.80 | 15\% | \$650.93 |
| $\begin{aligned} & 7+ \\ & \text { O} \\ & \text { © } \\ & \text { O} \\ & \text { 든 } \end{aligned}$ | IR-802PA | IR Classroom System- includes: IR-802T IR Tuner/Mixer- IR-820SP IR Powered Speaker- IR310M Teacher's IR Pendant Mic- IR-310-BC Charger \& IR-200BT-2Y NiMH Batteries. | \$2,080.50 | 15\% | \$1,768.43 |
| O | IT-450 | Optional Input Transformer for A-812D, A-824D, A-848D and A-706, A-712, A-724 | \$49.20 | 15\% | \$41.82 |
|  | L-01F | Line Matching Input Module- 600 Ohms Transformer- Balanced- Female XLR | \$109.60 | 15\% | \$93.16 |
| 들 | L-01S T | Line Matching Input Module- 600 Ohms Transformer- Balanced with Removable Terminal Block | \$84.80 | 15\% | \$72.08 |
| $\begin{aligned} & \overleftarrow{\sigma} \\ & \underset{\sim}{0} \end{aligned}$ | L-11S T | Line Matching Input Module- 600 Ohms Transformer- Balanced- Mute-ReceiveRemovable Terminal Block | \$107.10 | 15\% | \$91.04 |
| $\stackrel{\rightharpoonup}{\boldsymbol{\omega}}$ | L-41S T | Line Matching Input Module- 600 Ohms Transformer- Balanced- Mute-Send- Removable Terminal Block | \$122.90 | 15\% | \$104.47 |
| 을 | LBS8-R1-AM | Tile Bridge for PC-580R/RV (10/Box, priced per unit) (replaces TBF-100). One pc required per speaker | \$26.70 | 15\% | \$22.70 |
| 4 | LD-X-JAC | Instrument cable for Trantec S5 Transmitter | \$26.70 | 15\% | \$22.70 |
| ㅇ | M-01F | Microphone Input Module- Balanced- 600 Ohm-Lo/Hi-Cut Filters- Female XLR | \$120.60 | 15\% | \$102.51 |
| - | M-01M | Microphone Input Module- Balanced- 600 Ohm-Lo/Hi-Cut Filters- Male XLR | \$120.60 | 15\% | \$102.51 |
| $\begin{aligned} & \bar{U} \\ & \text { TV } \end{aligned}$ | M-01P | Microphone Input Module- Balanced- 600 Ohm-Lo/Hi-Cut Filters- Female TRS Phone Jack | \$107.10 | 15\% | \$91.04 |
|  | M-01S T | Microphone Input Module- Balanced- 600 Ohm-Lo/Hi-Cut Filters- Removable Terminal Block | \$93.70 | 15\% | \$79.65 |
| $\frac{E}{6}$ | M-11S T | Microphone Input Module- Balanced- 600 Ohms-Lo/Hi-Cut Filters- Mute-Receive- Removable Terminal Block | \$122.90 | 15\% | \$104.47 |
| $\begin{aligned} & \text { F } \\ & \text { 흘 } \\ & \hline \end{aligned}$ | M-21S | Microphone Input Module- Balanced- 600 Ohms-Lo/Hi-Cut Filters- Remote Vol. Control- 5 Screw Terminals | \$136.30 | 15\% | \$115.86 |
| 은 | M-243 L | Rack-Mount Mixer- 2 Mono/4 Stereo In- 2 Mono/1 Stereo Out- 3 Bus- Black (1U) | \$1,207.80 | 15\% | \$1,026.63 |
| O | M-41S | Microphone Input Module- Bal.- 600 Ohms-Lo/Hi-Cut Filters- Mute-Send- Removable Terminal Block | \$122.90 | 15\% | \$104.47 |


|  | M-61F | Microphone Input Module- Balanced- 600 Ohms-Lo/Hi-Cut Filters- Compressor- Female XLR | \$156.30 | 15\% | \$132.86 |
| :---: | :---: | :---: | :---: | :---: | :---: |
| 0 <br> 0 <br> - <br> 0 <br> $\mathbf{N}$ <br> 0 <br> 0 <br> 0 <br>  <br>  <br> 1 | M-61S T | Microphone Input Module- Balanced- 600 Ohms-Lo/Hi-Cut Filters- Compressor- Removable Terminal Block | \$127.40 | 15\% | \$108.29 |
|  | M-633D CU | Rack Mount Digital Mono/Stereo Mixer w/ARC \& FBS (1U) | \$2,433.30 | 15\% | \$2,068.31 |
|  | M-8080D-AM | Stand-alone 8x8 Digital Matrix Mixer. Expandable to $12 \times 12$ with optional system equipment. DHCP enabled for easy connection for programming. 2 contact closure inputs, 2 relay outputs. 2 expansion ports for system accessories | \$2,694.00 | 15\% | \$2,289.90 |
|  | M-822IO-AM | Audio expander- 2 channels of input and two channels of output over AES (White) Powered by RD port on M-8080D | \$571.00 | 15\% | \$485.35 |
| $\frac{\text { © }}{\frac{\text { O}}{4}}$ | M-822IOB-AM | Audio expander- 2 channels of input and two channels of output over AES (Black) Powered by RD port on M-8080D | \$571.00 | 15\% | \$485.35 |
| $\bigcirc$ | M-800RC-AM | Remote control panel (white) Powered by RD port on M-8080D | \$384.00 | 15\% | \$326.40 |
| 든는을은 | M-800RCB-AM | Remote control panel (black) Powered by RD port on M-8080D | $\$ 384.00$ | 15\% | \$326.40 |
|  | M-802RC-AM | Remote control panel (white) plus two audio output channels Powered by RD port on M8080D | \$525.00 | 15\% | \$446.25 |
| Ш- | M-802RCB-AM | Remote control panel (black) plus two audio output channels Powered by RD port on M8080D | \$525.00 | 15\% | \$446.25 |
| - | M-800RCT-AM | Remote control panel with $4.3^{\prime \prime}$ touchscreen (white) Powered by RD port on M-8080D | \$870.00 | 15\% | \$739.50 |
| 응 | M-800RCTB-AM | Remote control panel with 4.3" touchscreen (black) Powered by RD port on M-8080D | \$870.00 | 15\% | \$739.50 |
|  | M-800RM-AM | Paging microphone with LCD screen and digital encoders to easily select paging zones. Powered by RD port on M-8080D | \$822.00 | 15\% | \$698.70 |
| 는 | M-804EX-AM | Four port expander. Powered by RD port on M8080D | \$535.00 | 15\% | \$454.75 |
| $\begin{aligned} & \text { U } \\ & \text { © } \\ & \text { Tin } \end{aligned}$ | M-864D CU | Rack-mount Digital Audio Mixer w/ARC \& FBS (4U)- 8 mono inputs 6 stereo inputs- Ethernet and iPad App | \$4,319.70 | 15\% | \$3,671.75 |
| $\begin{aligned} & \text { 을 } \\ & \text { O } \\ & \text { 틍 } \end{aligned}$ | M-9000M2 CU | Modular Digital Matrix Mixer- Up to 8 Mic/Line Inputs- Digital Signal Processor- Two Line Outputs (expandable to eight)- RS-232C control-Rack-Mount Kit Included. (2U) | \$897.40 | 15\% | \$762.79 |
| 1 | M-900MK2 UL | Rack-Mount Mixer- Eight 900 series Module Ports- Black (2U Optional MB-25B rack kit) | \$605.10 | 15\% | \$514.34 |
| 은 | MA-725F-AM | $4 \times 250 \mathrm{~W}$ Matrix Mixer-Amp w/DSP and Ethernet Access | \$2,634.20 | 15\% | \$2,239.07 |
| 1 | MB-1000 | Rack Mount Kit- BG-2000 Series | \$53.60 | 15\% | \$45.56 |
|  | MB-15B | Rack Mount Kit DT-930 EV-700PS Q-SS9012PS TT-104B WD-4800 US WD-5800 | \$55.90 | 15\% | \$47.52 |



|  | MP-032B | Monitor Panel- 10-Channel- 25/50/70.7/100 VBlack (3U) | \$437.60 | 15\% | \$371.96 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | MP-1216 US | Powered Monitor Panel- 16-ChannelLine/Speaker Level- Black (2U)- Rack ears included | \$2,143.00 | 15\% | \$1,821.55 |
|  | MT-200 | Matching 8 ohms to 70 V Transformer- 200W HX5 | \$205.40 | 15\% | \$174.59 |
|  | MT-251H-Q | Output Isolation Transformer DA Amplifiers 250 W . For use with A-800D series to achieve 25V line. | \$236.60 | 15\% | \$201.11 |
| $\begin{aligned} & 8 \\ & \text { e } \\ & \text { ? } \end{aligned}$ | MT-S0301 | 30W- 70V Matching Transformer for AV-20D and Type H Line Array Speaker | \$107.10 | 15\% | \$91.04 |
| $\pm$ | MT-S0601 | Impedance Matching Transformer-60W HB-1 and S Type Line Array Speaker | \$176.40 | 15\% | \$149.94 |
|  | MW-41BT-AM | 4-channel audio interface with Microphone, Aux (line level on TRS), Bluetooth and USB inputs. Single mono line output. Mic input ducks all other inputs. AC adapter included. Wireless remote control included. Fits in standard 2-gang box (not included) | \$419.00 | 15\% | \$356.15 |
|  | N-8000AF CU | IP intercom audio function interface unit. Internal chime/bell tones w/ 16 programmable time schedules. Analog audio interface for Paging or Recording output, (1) audio output w/ (8) relay outputs, (1) audio input w/ (8) contact inputs for trigger- NTP time clock | \$1,913.20 | 15\% | \$1,626.22 |
| $\begin{aligned} & 0 \\ & 0 \\ & 0 \end{aligned}$ | N-8000AL CU | IP intercom telephone interface unit, supports (1) analog telephone w/ caller ID signaling. 192 max. per system | \$2,475.80 | 15\% | \$2,104.43 |
|  | N-8000CO CU | IP intercom C/O Telephone line interface unit, supports (1) outside telephone (C/O) line for outside dialing, forwarding and incoming outside line calls, paging and control | \$2,172.20 | 15\% | \$1,846.37 |
| $4$ | N-8000DI CU | IP intercom Direct select interface unit, (32) relay outputs (N/0,500mA, 24 VDC ) and (32) LED for the relay status indication, (32) non-voltage make contact inputs for direct select switch inputs | \$2,596.30 | 15\% | \$2,206.86 |
| $\begin{aligned} & \text { © } \\ & \text { © } \\ & \text { 은 } \\ & \hline \end{aligned}$ | N-8000EX CU | IP intercom exchange, twisted pair, 16 station capacity, four internal/eight external speech links 192 max. per system. 2 audio outputs w/ paging contact triggers. | \$7,409.30 | 15\% | \$6,297.91 |
| $\begin{aligned} & \text { O } \\ & \text { E } \\ & \frac{1}{1} \end{aligned}$ | N-8000MI CU | IP Intercom multi-interface, 2 audio line inputs, 2 audio line outputs, 16 control I/O, PBX I/F, EXES 2000/6000 tie-line I/F (TI-600 also required for EXES)- Required for BGM operation with IP or EX stations | \$3,393.20 | 15\% | \$2,884.22 |
|  | N-8000MS Y | Master station- LCD- handset- speed-dial (connects to N -8000/8010EX exchanges) | \$922.00 | 15\% | \$783.70 |
|  | N-8000RS CU | IP intercom shielded twisted pair sub-station interface unit- 16 station capacity- two speech links- 191 max. per system | \$3,620.90 | 15\% | \$3,077.77 |
|  | N-8000SG Q | SIP Gateway software (CD) and USB dongle- 5 speech links | \$1,995.70 | 15\% | \$1,696.35 |


| N-8000SG Q2 | SIP Gateway software (CD) and USB dongle- 5 speech links w/ Caller ID function | \$1,995.70 | 15\% | \$1,696.35 |
| :---: | :---: | :---: | :---: | :---: |
| N-8000SG Q2 KIT | SIP Gateway software (CD) w/ micro PC - 5 speech links w/ Caller ID function | \$3,935.00 | 15\% | \$3,344.75 |
| N-8010EX CU | IP intercom exchange- 16 station capacity- one internal two external speech links- 192 max. per system | \$5,109.90 | 15\% | \$4,343.42 |
| N-8010MS Y | Master station- handset- economy (connects to $\mathrm{N}-8000 / 8010 \mathrm{EX}$ exchanges) | \$569.40 | 15\% | \$483.99 |
| N-8010RS CU | IP intercom shielded twisted pair sub-station interface unit- 16 station capacity- one speech link- 191 max. per system | \$2,915.40 | 15\% | \$2,478.09 |
| N-8011MS Y | Master station- hands free (connects to N 8000/8010EX exchanges) | \$462.20 | 15\% | \$392.87 |
| N-8020MS Y | Master station- industrial-grade- handset (connects to $\mathrm{N}-8000 / 8010 \mathrm{EX}$ exchanges) | \$926.50 | 15\% | \$787.53 |
| N-8031MS Y | Master station- flush-mount- hands freeexternal switch input for footswitch speed-dial and handset Input (connects to N-8000/8010EX exchanges) | \$663.10 | 15\% | \$563.64 |
| N-8031SB | PCB- Master station- N-8031MS- for custom station applications (connects to N 8000/8010EX exchanges) | \$334.80 | 15\% | \$284.58 |
| N-8033MS Y | New Flush mount master station especially for hospital (IP65- improved chemical resistance) (connects to N-8000/8010EX exchanges)- White | \$1,196.60 | 15\% | \$1,017.11 |
| N-8050DS | Door Station- logic output for door control- fits 3gang electrical box IP54 (connects to N 8000/8010EX exchanges) | \$584.90 | 15\% | \$497.17 |
| N-8050SB | PCB- Door station- N-8050DS- for custom station applications (connects to N 8000/8010EX exchanges) | \$325.90 | 15\% | \$277.02 |
| N-8052DS | Door sub-station, logic output for door control, fits 2-gang electrical box | \$593.80 | 15\% | \$504.73 |
| N-8400RS CU | IP intercom shielded dual twisted-pair substation interface unit- 16 station capacity- one internal two external speech links- 192 max. per system | \$3,158.90 | 15\% | \$2,685.07 |
| N-8410MS Y | 4 wire master station with handset (connects to $\mathrm{N}-8400$ exchanges) | \$491.00 | 15\% | \$417.35 |
| N-8600MS Y | IP Master station with caller ID backlit displayseparate external mic and speaker jacks 192 max per system. Power-over-Ethernet or optional AD-1215P power supply | \$1,806.10 | 15\% | \$1,535.19 |
| N-8610RM | IP Paging Master Station. Gooseneck MicInternal speaker- 10 assignable function keys expandable. 192 Max per system. PoE or optional AD-1215P power supply | \$1,817.10 | 15\% | \$1,544.54 |
| N-8640DS | Outdoor IP Stainless Steel Door Station IP65 rated- with 5 contact outs \& 1 contact in. 191 max. per system. Power-over-Ethernet or optional AD-1215P power supply | \$1,660.90 | 15\% | \$1,411.77 |

141 Grace Dr. Easley, SC 29640 • 888.983.6267 • www.encoretg.com • insidesales@encoretg.com

|  | N-8640SB | N-8640DS IP sub-station PCB assembly- 191 max. per system PoE or optional AD-1215P power supply | \$1,105.20 | 15\% | \$939.42 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | N-8650DS | Indoor IP door station w/1 control input- 5 control outputs- speaker output PoE or optional AD-1215P power supply | \$1,419.80 | 15\% | \$1,206.83 |
|  | NF-2S | Window Intercom System | \$541.00 | 15\% | \$459.85 |
| প) | NF-CS1 | Expansion Unit | \$152.00 | 15\% | \$129.20 |
|  | NM-01-AM | Noise Generator Module. In/Out processing loop. Compatible with 9000M2-900MK2- A-700A800D, \& BG-2000 Series | \$437.60 | 15\% | \$371.96 |
|  | NP100-12-AM | 12 V 100Ahr Battery SX and VM Series PLEASE SEE TERMS AND CONDITIONS PAGE for BATTERY SHIPPING POLICY! Special order item. Please allow 6 weeks for delivery. | \$734.60 | 15\% | \$624.41 |
|  | NP65-12-AM | 12V 65Ahr Battery SX and VM Series PLEASE SEE TERMS AND CONDITIONS PAGE for BATTERY SHIPPING POLICY! Special order item. Please allow 6 weeks for delivery. | \$676.50 | 15\% | \$575.03 |
|  | N-SP80AS1 | SIP Audio Door Station, weatherproof, PoE or External Power Supply compatible, External Power Supply NOT INCLUDED | \$1,096.30 | 15\% | \$931.86 |
|  | N-SP80MS1 | SIP Video Master Station w/ 7 inch touch screen, PoE or external power supply compatible, Includes External Power Supply | \$1,495.70 | 15\% | \$1,271.35 |
|  | N-SP80VS1 | SIP Video Door Station, weatherproof, PoE or External Power Supply compatible, External Power Supply NOT INCLUDED | \$1,332.90 | 15\% | \$1,132.97 |
| $\begin{aligned} & \overline{0} \\ & \boldsymbol{\sigma} \\ & \hline \boldsymbol{\theta} \end{aligned}$ | NX-100PS | Network Audio Adapter- Mic/Line In- Line Out- 8 Control In/Out- RS-232 Transport- Ethernet Port (1U)- Includes AD-246 Power adapter | \$2,174.40 | 15\% | \$1,848.24 |
| $\frac{. ㅇ ㅡ ㅇ ~}{3}$ | NX-100SPS | Network Audio Adapter- Economy Version- Mic w/Phantom Power- Line In- Line Out- 8 Control In/Out- Ethernet Port (1U)- Includes AD-246 Power adapter | \$1,812.70 | 15\% | \$1,540.80 |
| $\underset{i}{\circ}$ | NX-300PS | Network Audio Adapter 2 ch I/O, w/messaging. Incl AD-246 AC adapter- 8 contact inputs 10 contact outputs- 2 dry contact type | \$2,710.10 | 15\% | \$2,303.59 |
| $$ | P-9060DH CU | Power Amplifier- 2Ch- 60W-70V Flexible Output Power- With Rack Ears | \$942.00 | 15\% | \$800.70 |
|  | P-906MK2 UL | Power Amplifier- 60 W- 1 Module Port- Black (2U)- Optional MB-25B Rack Kit- 4 Ohms/8 Ohms/25v/70v | \$750.10 | 15\% | \$637.59 |
| E | P-9120DH CU | Power Amplifier- 2Ch-120W-70V Flexible Output Power- With Rack Ears | \$1,250.00 | 15\% | \$1,062.50 |
|  | P-912MK2 UL | Power Amplifier- 120 W- 1 Module Port- Black (2U)- Optional MB-25B Rack Kit- 4 Ohms/8 Ohms/25v/70v | \$908.70 | 15\% | \$772.40 |
|  | P-924MK2 UL | Power Amplifier- 240 W- 1 Module Port- Black (3U)- Optional MB-35B Rack Kit- 4 Ohms/8 Ohms/25v/70v | \$1,578.40 | 15\% | \$1,341.64 |
|  | PC-1860 | 5" Spring clamp ceiling speaker $3 \mathrm{~W}, 70 \mathrm{~V}$ with dust cover and push wire connection, Priced per unit | \$42.60 | 15\% | \$36.21 |




|  | RM-300MFPS | VM Fireman's Microphone with AD-246 power supply for VM-3000 | \$1,087.20 | 15\% | \$924.12 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | RM-300X | VX-3000 Remote Microphone (Emergency/General) w/ 13 function keys. RM210 can be used as extension. | TBD | 15\% | - |
|  | RM-320F | VM Fireman's Microphone Extension | \$466.60 | 15\% | \$396.61 |
| on | RM-500 Y | VX-3000 Remote Microphone (/General broadcast only) w/ LCD screen | TBD | 15\% | - |
|  | RS-140 | Indoor switch plate, stainless steel faceplate (14 AWG.), call button and privacy button, connects with 25 V line speaker for hands free conversation, connects to $\mathrm{N}-8000$ RS or N 8010RS via "STP" wiring, requires one gang enclosure (supplied by others). | \$93.70 | 15\% | \$79.65 |
| $$ | RS-141 | Optional Handset, connects to RS-140, requires two gang deep enclosure (supplied by others) | \$221.10 | 15\% | \$187.94 |
| $\stackrel{C}{0}$ | RS-142 | PCB kit version of RS-144 | \$80.40 | 15\% | \$68.34 |
| - | RS-143 | Single call button switch plate | \$89.30 | 15\% | \$75.91 |
| 든 를 | RS-144 | 2-button switch plate, Dual master or dual priority assignable | \$107.10 | 15\% | \$91.04 |
|  | RS-150 | Economy indoor sub-station, stainless steel faceplate (\#14 AWG), call button, loudspeaker, Transformer (1W @ 25V), connects to N8000/8010RS exchange via "shielded twisted pair" wiring, requires two gang deep enclosure (supplied by others) | \$120.60 | 15\% | \$102.51 |
| $\frac{3}{3}$ | RS-170 | Indoor/outdoor sub-station, vandal/weatherresistant, stainless steel faceplate (11 AWG.), call button, speaker, Transformer (1W @ 25V), connects to N-8000/8010RS exchange via "STP" wiring, requires two gang deep enclosure (supplied by others) | \$185.50 | 15\% | \$157.68 |
| $\begin{aligned} & 6 \\ & \hline 1 \\ & 4 \\ & 4 \\ & 0 \\ & 0 \\ & 0 \\ & \hline 10 \end{aligned}$ | RS-180 | Indoor/outdoor sub-station, vandal/weatherresistant, call button w/LED, control output, stainless steel faceplate ( 11 AWG.), speaker, Transformer (1W @25V), use with N8000/8010RS exchange via "STP" wiring, requires two-gang deep enclosure (supplied by others) | \$279.20 | 15\% | \$237.32 |
| 등 | RS-191 | Handset for $\mathrm{N}-8031 \mathrm{MS}$ and $\mathrm{N}-8033 \mathrm{MS}$ - 2 wire Master Station | \$93.70 | 15\% | \$79.65 |
| $\frac{E}{2}$ | RS-480VSET-AM | Indoor/Outdoor- Video Sub-station connects via CAT5 to coax \& 4-wire interface- includes 48V power supply | \$2,065.00 | 15\% | \$1,755.25 |
|  | S-01S T | Signal Generator Module- 1 kHz Sine WaveRemovable Terminal Block | \$102.60 | 15\% | \$87.21 |
|  | S-02S T | 2-Tone Signal Generator Module- Buzzer/Yelpremovable terminal block | \$102.60 | 15\% | \$87.21 |
|  | S-04S T | Signal Generator Module- 4 Selectable TonesRemovable Terminal Block | \$134.00 | 15\% | \$113.90 |


|  | S4.04-HD-AM RM4QU | Trantec S4.04 Handheld Mic Wireless Mic System | \$321.40 | 15\% | \$273.19 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | S4.04-RX-AM RM4QU | Trantec S4.04 Wireless Receiver | \$232.20 | 15\% | \$197.37 |
|  | $\begin{aligned} & \text { S4.10-HD-AM } \\ & \text { RM3QU } \end{aligned}$ | Trantec S4.10 Handheld Mic Wireless Mic System | \$372.90 | 15\% | \$316.97 |
| - | S4.10-HDX- <br> AMWM3QU | Trantec S4.10 Handheld Wireless Mic | \$180.80 | 15\% | \$153.68 |
| ㅇ | $\begin{aligned} & \text { S4.10-L-AM } \\ & \text { RM3QU } \end{aligned}$ | Trantec S4.10 Lavalier Mic Wireless System | \$372.90 | 15\% | \$316.97 |
| $\begin{aligned} & \text { 寸 } \\ & \text { \# } \end{aligned}$ | S4.10-LTX- <br> AMWM3QU | Trantec S4.10 Lavalier Wireless Mic | \$151.80 | 15\% | \$129.03 |
| OTO | S4.10-RXAAMRM3QU | Trantec S4.10 Wireless Receiver | \$245.50 | 15\% | \$208.68 |
| 는 | S5.3-BTX-H2 Q | S5.3 Series Bodypack Transmitter H2 Band | \$448.80 | 15\% | \$381.48 |
| $\stackrel{ت}{\frac{E}{1}}$ | S5.3-HC-H2USQ | S5.3 Series UHF True Diversity Handheld Condenser Mic System. 640 selectable channels. PC software control H2 Frequency Band | \$1,071.50 | 15\% | \$910.78 |
| 응 | S5.3-HCX-H2 Q | S5.3 Series Condenser HH Transmitter H2 Band | \$571.60 | 15\% | \$485.86 |
| Ш | S5.3-HD-H2USQ | S5.3 Series UHF True Diversity Handheld Dynamic Mic System. 640 selectable channels. PC software control H2 Frequency Band | \$1,078.30 | 15\% | \$916.56 |
| $\stackrel{\sim}{\square}$ | S5.3-HDX-H2 Q | S5.3 Series Dynamic HH Transmitter H2 Band | \$660.80 | 15\% | \$561.68 |
| "을 | S5.3-L-H2US Q | S5.3 Series UHF True Diversity Lavalier Mic System. 640 selectable channels. PC software control. H2 Frequency Band | \$1,078.30 | 15\% | \$916.56 |
| 4 | S5.3-RX-H2 Q | S5.3 Series True Diversity Tuner H2 Band | \$560.30 | 15\% | \$476.26 |
| $4$ | SC-610 | Paging Horn Speaker- 10 W- 8 Ohms- Mounting Bracket Included | \$71.40 | 15\% | \$60.69 |
|  | SC-610T | Paging Horn Speaker- 10 W- 25/70.7 V Transformer- Mounting Bracket Included | \$80.40 | 15\% | \$68.34 |
| 등 | SC-615 | Paging Horn Speaker- 15 W- 8 Ohms- Mounting Bracket Included | \$93.70 | 15\% | \$79.65 |
| 든 | SC-615T | Paging Horn Speaker-15 W- 25/70.7 V Transformer- Mounting Bracket Included | \$104.90 | 15\% | \$89.17 |
| ㅈㅡㅡㅡㅡㄹ | SC-630 | Paging Horn Speaker- 30 W- 8 Ohms- Mounting Bracket Included | \$120.60 | 15\% | \$102.51 |
| $\begin{aligned} & \text { O} \\ & \text { N } \\ & \hline \end{aligned}$ | SC-630T | Paging Horn Speaker- 30 W- 25/70.7 V Transformer- Mounting Bracket Included | \$125.20 | 15\% | \$106.42 |
|  | SC-630TU | Paging Horn Speaker- 30 W- 25/70.7 V Transformer- Mounting Bracket Included. UL1480UUMW | \$138.40 | 15\% | \$117.64 |


|  | SC-651 | Paging Horn Speaker- 50 W- 16 Ohm- Mounting Bracket Included | \$154.10 | 15\% | \$130.99 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | SP-1100 | Wall Mount Bracket- ER-2930W | \$104.90 | 15\% | \$89.17 |
|  | SP-11N AM | VoIP Paging Module for use with SIP telephone systems. Compatible with 9000M2-900MkII- A-800D- A-700 \& BG-2000 series. Includes AD1215P Power supply | \$785.70 | 15\% | \$667.85 |
| 웅 | SP-11NB AM | Free-standing metal housing for SP-11N AM for use independent of amplifier | \$317.00 | 15\% | \$269.45 |
| $\begin{aligned} & i \\ & \mathbf{N} \end{aligned}$ | SP-131 | Pole-mount brackets (one pair)- requires YS-60B pole-mount bands | \$69.30 | 15\% | \$58.91 |
| 앙 | SP-201 | Wallmount bracket for horn speaker. Mounts to pole in conjuction with the YS-60B | \$53.60 | 15\% | \$45.56 |
| $\begin{aligned} & \text { ষ } \\ & \text { \# } \end{aligned}$ | SP-410 | Wall/ Ceiling Mounting Bracket for BS-1030B/W | \$58.90 | 15\% | \$50.07 |
| O | SP-420 | In-Wall/ Ceiling Mounting Bracket for BS1030B/W | \$62.70 | 15\% | \$53.30 |
| H | SR-A12L | SR-A Series Mid-Size Line Array Module- 5 Degree- LF: 450 W/HF: 180 W- Black | \$4,987.10 | 15\% | \$4,239.04 |
| $\stackrel{\rightharpoonup}{0}$ | SR-A12LWP | SR-A Series Mid-Size Line Array Module- 5 Degree- Weather-resistant- LF: 450 W/ HF: 180 W- Black | \$5,985.00 | 15\% | \$5,087.25 |
| 들 | SR-A12S | SR-A Series Mid-Size Line Array Module- 15 Degree- LF: 450 W/HF: 180 W- Black | \$4,987.10 | 15\% | \$4,239.04 |
| $$ | SR-A12SWP | SR-A Series Mid-Size Line Array Module- 15 Degree- Weather-resistant- LF: 450 W/ HF: 180 W- Black | \$5,985.00 | 15\% | \$5,087.25 |
| $\bigcirc$ | SR-A18B | SR-A Series Subwoofer-18"- 720 W- Black | \$3,596.30 | 15\% | \$3,056.86 |
| \% | SR-C15B | SR-C Series 15 " subwoofer- mounting tie brackets. Black- 8 Ohms/450W | \$2,772.70 | 15\% | \$2,356.80 |
| $4$ | SR-C15BWP | SR-C Series- $15^{\prime \prime}$ subwoofer w/mounting tie brackets- 8 Ohms/450W RMS- Weather-proof (IPx4)- Black. | \$3,638.70 | 15\% | \$3,092.90 |
| 는 | SR-C8L | SR-C Series Compact Line Array Module- 8" 2-Way-Long-throw ( $5^{\circ} \mathrm{V}$ ) Black. | \$2,661.00 | 15\% | \$2,261.85 |
|  | SR-C8LWP | SR-C Series Compact Line Array Module 8" 2 -Way- Long-throw ( $5^{\circ} \mathrm{V}$ ) Weather-resistantBlack. | \$3,283.80 | 15\% | \$2,791.23 |
| 등 | SR-C8S | SR-C Series Compact Line Array Module 8" 2-Way- Short-throw ( $15^{\circ} \mathrm{V}$ ) - Black. | \$2,661.00 | 15\% | \$2,261.85 |
| $\frac{E}{2}$ | SR-C8SWP | SR-C Series 8" 2-Way- Short-throw ( $15^{\circ} \mathrm{V}$ ) Line Array speaker- Weather-resistant- Black. | \$3,283.80 | 15\% | \$2,791.23 |
| © | SR-CL8 | SR-C Series Cluster Bracket | \$201.00 | 15\% | \$170.85 |
|  | SR-EP3 | Extension Plate for Type H speaker. For L versions Only | \$140.70 | 15\% | \$119.60 |
|  | SR-EP4 | Extension Plate for Type S speaker | \$194.40 | 15\% | \$165.24 |


|  | SR-EP4WP | Extension Plate for Type S speaker- Outdoor | \$189.90 | 15\% | \$161.42 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | SR-FB3 | Flying Bracket for Type H speaker | \$116.20 | 15\% | \$98.77 |
|  | SR-FB4 | Rigging Bar for Type S speaker | \$310.40 | 15\% | \$263.84 |
| 웅 | SR-FS4 | Floor Stand for Type S speaker | \$1,225.60 | 15\% | \$1,041.76 |
| $\begin{aligned} & 6 \\ & \text { N } \\ & \text { O } \\ & \hline 8 \end{aligned}$ | SR-H2L | Type H Slim Line Array- short/straight 0 degrees- <br> 8 Ohms/180W | \$614.00 | 15\% | \$521.90 |
| $\begin{aligned} & \dot{\Psi} \\ & \ddagger \end{aligned}$ | SR-H2S | Type H Slim Line Array- short/curved 20 degrees- 8 Ohms/180W | \$685.40 | 15\% | \$582.59 |
|  | SR-H3L | Type H Slim Line Array- long/straight 0 degrees8 Ohms/360W | \$971.20 | 15\% | \$825.52 |
| 등 | SR-H3S | Type H Slim Line Array- long/curved 20 degrees 8 Ohms/360W | \$1,024.80 | 15\% | \$871.08 |
| 든 | SR-PB5 | Panning Wall Mount Bracket for SR-T5 | \$368.40 | 15\% | \$313.14 |
| 응 | SR-PP4 | Rubber Protector for Type S speaker | \$33.70 | 15\% | \$28.65 |
| 답 | SR-RF12 | SR-A series Rigging Frame speaker | \$1,509.10 | 15\% | \$1,282.74 |
| - | SR-RF12WP | SR-A series Rigging Frame- Weather-resistant | \$2,727.90 | 15\% | \$2,318.72 |
| $\underset{i}{\underline{O}}$ | SR-RF8 | SR-C Series Rigging Frame | \$1,373.00 | 15\% | \$1,167.05 |
| $\frac{7}{4}$ | SR-RF8WP | SR-C Series Rigging Frame- Weather-resistant | \$2,042.70 | 15\% | \$1,736.30 |
| $8$ | SR-S4L | Slim Line Array Module- Straight- 600 W- 8 Ohms- White | \$1,937.80 | 15\% | \$1,647.13 |
| $\begin{aligned} & \text { F } \\ & \frac{2}{O} \end{aligned}$ | SR-S4LWP | Slim Line Array Module- Straight- Weather-resistant- 600 W- 8 Ohms- White | \$2,422.20 | 15\% | \$2,058.87 |
| $\begin{aligned} & \text { ד } \\ & \text { OT } \end{aligned}$ | SR-S4S | Slim Line Array Module- Curved- 600 W- 8 OhmsWhite | \$2,065.00 | 15\% | \$1,755.25 |
| $\begin{aligned} & \text { L } \\ & \text { C } \\ & 0 \end{aligned}$ | SR-S4SWP | Slim Line Array Module- Curved- Weather-resistant- 600 W - 8 Ohms- White | \$2,580.60 | 15\% | \$2,193.51 |
| 튼 | SR-SA3 | SR-H Series Stand Adapter | \$216.60 | 15\% | \$184.11 |
| $\cdots$ | SR-SA4 | SR-S Series Stand Adapter | \$178.50 | 15\% | \$151.73 |
| 은 | SR-SB8 | SR-C Series Rigging Support Bracket | \$846.10 | 15\% | \$719.19 |
|  | SR-T5 | Type T5 Line Array Speaker- 8 Ohms/750W | \$3,018.20 | 15\% | \$2,565.47 |



141 Grace Dr. Easley, SC 29640 • 888.983.6267 • www.encoretg.com • insidesales@encoretg.com


|  | TS-924 | Long Gooseneck Microphone (20.4") for for TS-821-TS-822-TS-921-TS-922 | \$230.00 | 15\% | \$195.50 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | TT-104B | Programmable Timer- 4 Control Outputs- Black (1U)- Optional rack kit (MB-15B) | \$1,009.00 | 15\% | \$857.65 |
| 웅 | TU-631 | A highly intelligible 30W driver unit suited to public address announcement applications. Use the driver unit in combination with a suitable horn. | \$66.00 | 15\% | \$56.10 |
| $\begin{aligned} & \text { o } \\ & \mathbf{N} \\ & \hline \end{aligned}$ | TU-651M | Driver Unit for TH-650/660. 70V taps at 50W, 25W, 15W, 7.5W. IP-65 w/ horn. Option: UC200A Driver Unit Cover. | \$158.60 | 15\% | \$134.81 |
| $\frac{1}{i}$ | U-01F | Line Input Module- Unbalanced- 220k OhmsFemale XLR | \$82.70 | 15\% | \$70.30 |
| $\begin{aligned} & \text { \# } \\ & \text { U } \end{aligned}$ | U-01P | Line Input Module- Unbalanced- 220k Ohmswith Phone Jack | \$69.30 | 15\% | \$58.91 |
| $\stackrel{4}{4}$ | U-01R | Line Input Module- Unbalanced- 220k Ohms with RCA Jack | \$64.80 | 15\% | \$55.08 |
| $0$ | U-01S T | Line Input Module- Unbalanced- 220k Ohmswith Removable Terminal Block | \$64.80 | 15\% | \$55.08 |
| $\begin{aligned} & \frac{C}{0} \\ & \frac{1}{2} \end{aligned}$ | U-03R | Stereo Line Input Module- Lo/Hi-Cut FiltersStereo Summing Dual RCA Jacks | \$82.70 | 15\% | \$70.30 |
| 를 | U-03S | Unbalanced Line Input Module- Lo/Hi-Cut FiltersRemovable Terminal Block | \$82.70 | 15\% | \$70.30 |
| $\begin{aligned} & \overline{0} \\ & \underset{\sim}{0} \end{aligned}$ | U-11R | Unbalanced Line Input Module- Mute-ReceiveRCA Jack | \$78.20 | 15\% | \$66.47 |
| $\sum$ | U-11S T | Unbalanced Line Input Module- Mute-ReceiveRemovable Terminal Block | \$78.20 | 15\% | \$66.47 |
| $8$ | U-12S T | Unbalanced Line Input Module- Variable MuteReceive Depth- Removable Terminal Block | \$93.70 | 15\% | \$79.65 |
| $4$ | U-13R | Unbalanced Stereo Line Input Module- Lo/Hi-Cut Filters- Stereo Summing Dual RCA Jacks with Mute-Receive | \$96.00 | 15\% | \$81.60 |
| - | U-13S | Unbalanced Line Input Module- Lo/Hi-Cut FiltersRemovable Terminal Block with Mute-Receive | \$96.00 | 15\% | \$81.60 |
|  | U-14R | Unbalanced Two Line Input Module for Jukebox/BGM- Automute- AGC- Stereo Summing Dual RCA Jacks | \$131.80 | 15\% | \$112.03 |
| U | U-21S | Unbalanced Line Input Module-- Remote Volume Control- Screw Terminals | \$107.10 | 15\% | \$91.04 |
| - | U-43R | Unbalanced Stereo Line Input Module- Lo/Hi-Cut Filters- Stereo Summing Dual RCA Jacks with Mute-Send | \$98.20 | 15\% | \$83.47 |
| 은 | U-43S | Unbalanced Line Input Module- Lo/Hi-Cut FiltersRemovable Terminal Block with Mute-Send | \$98.20 | 15\% | \$83.47 |
| 0 | U-61S T | Unbalanced Line Input Module- CompressorRemovable Terminal Block | \$136.30 | 15\% | \$115.86 |
|  | UC-200A | Driver Unit Cover.for TU-651M | \$165.20 | 15\% | \$140.42 |





|  | WT-5805-AM RM1D00 | Wireless Receiver- Space Diversity- 64 Ch.- <br> Scanner- Transmitter Battery Status- 2 Whip <br> Antennas (1U) Operates on M Frequency Band | \$509.00 | 15\% | \$432.65 |
| :---: | :---: | :---: | :---: | :---: | :---: |
|  | WT-5810 H01US | Wireless Receiver- Portable- Space Diversity- 16 Ch.- Scanner- Transmitter Battery Status- Built-In Antennas Operates on the H01 Frequency Band | \$406.20 | 15\% | \$345.27 |
| 잉 | WT-5810-AM RM1D00 | Wireless Receiver- Portable- Space Diversity- 16 Ch.- Scanner- Transmitter Battery Status- Built-In Antennas Operates on the M Frequency Band | \$406.20 | 15\% | \$345.27 |
| $\begin{aligned} & \text { o } \\ & \mathbf{N} \\ & \mathbf{8} \end{aligned}$ | $\begin{aligned} & \text { WT-D5800 } \\ & \text { RH1D00 } \end{aligned}$ | Digital UHF Wireless Receiver- True Diversity160 Ch.- Scanner- Transmitter Battery Status- 2 Whip Antennas (1U) Operates on H Frequency Band. Works with WM-D5200 and WM-D5300. | \$678.60 | 15\% | \$576.81 |
|  | WTU-M9800AMWM1 | 5000 Series wireless tuner module for use with BG-2000, A-700, A-800D, 900MkII, 9000M2; MBand only ( $506-538 \mathrm{MHz}$ ); Use up to two tuners in a 900 or 9000 series without an external power supply; Up to 16 channels. Optional AD-246 Power supply and YW-4500Q Remote Antenna. | \$352.80 | 15\% | \$299.88 |
| - | WTU-4800 H01 | Wireless Receiver Module- 16 Channel Frequency-Agile- Operates on the H01 Frequency Band | \$337.30 | 15\% | \$286.71 |
| 등 | WTU-4800-AM - <br> M1D00 | Wireless Receiver Module- 16 Channel Frequency-Agile- Operates on the M Frequency Band | \$337.30 | 15\% | \$286.71 |
| 픈 | YA-706 | Rack Support Rail for mouting two A-5000. series amps side-by-side. Use with MB-15B-J | \$31.20 | 15\% | \$26.52 |
| $\underset{\sim}{0}$ | YA-8 | Link Cable MP-1216 US | \$53.60 | 15\% | \$45.56 |
| 3 | YA-920 | Volume Control Cover A-700 Series BG-2000 Series A-900MK2 Series P-900MK2 Series M900MK2 | \$8.90 | 15\% | \$7.57 |
| 잉 | YC-150 | Back-box- flush-mount for N-8050DS/N-8540DS | \$31.20 | 15\% | \$26.52 |
| 4 | YC-241 | Back-box- flush-mount for N-8031MS | \$55.90 | 15\% | \$47.52 |
|  | YC-251 | Back-box- surface-mount for N-8031MS | \$196.50 | 15\% | \$167.03 |
| 는 | YC-280 | Wall mount bracket for $\mathrm{N}-8000 \mathrm{MS}$ - $\mathrm{N}-8010 \mathrm{MS}$ -N-8020MS | \$33.70 | 15\% | \$28.65 |
| - | YC-290 | Wall mount bracket for N-8011MS | \$33.70 | 15\% | \$28.65 |
| 는 | YC-400 | Back Box for N-SP80VS1, N-SP80AS1 | \$60.40 | 15\% | \$51.34 |
| O | YC-822 | Indoor wall-mount Back-box for RS sub-station | \$111.50 | 15\% | \$94.78 |
| 른 | YC-823 | Outdoor wall-mount Back-box RS sub-station | \$189.90 | 15\% | \$161.42 |
| $\begin{aligned} & \text { ㅈㅡㅡㄹ } \\ & \hline \text { 은 } \end{aligned}$ | YC-831HSW-AM | Surface-mount backbox with heater and tamper switch for N-SP80AS1/VS1, External supply is required (24VAC or DC/max. 10A) | \$243.40 | 15\% | \$206.89 |
|  | YC-841 | Outdoor surface-mount back-box for N-8033MS | \$250.00 | 15\% | \$212.50 |
|  | YC-850 | Wall mounting bracket for N -8000RS- N -8010RS-N-8400RS- N-8000AF- N-8000AL- N-8000CO and N-8000DI | \$145.20 | 15\% | \$123.42 |




