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99112 Spare Part: EW compatible lavaliers and headmics. Male 1/8 in. evolution wireless connector S 9.95 20% S 7.96
511717 Spare Part: HSP 2/4. Black ultra-thin cable with 3-pin LEMO connector. S 91.65 20% $ 73.32
511718 Spare Part: HSP2/4. Beige ultra-thin cable with 3-pin LEMO connector. S 91.65 20% S 73.32
511719 Spare Part: HSP2/4. Black cable with ew connector. S 54.62 20% $ 43.70
511720 Spare Part: HSP 2/4. Beige cable with ew connector. S 54.62 20% S 43.70
511721 Spare Part: HSP 2/4. Black cable with stripped, tinned leads. S 47.30 20% S 37.84
511722 Spare Part: HSP2/4. Beige cable for HSP2/4. No connector - stripped and tinned leads. S 38.88 20% S 31.10
515688 Spare Part: SK5212, SK5212-1I. Complete battery cover S 77.77 20% S 62.22
522717 Spére Part: 2000 / 3000 5000 series rackmount receivers and transmitters. Wideband UHF ground plane antenna rod with S 13.88 20% $ 11.10
swivel BNC connector. (EACH)
542181 Spare Part: SK 5212, SK 5212-1, EK3241. Whip antenna with BNC connector. Specify frequency range for proper sizing S 43.51 20% $ 34.81
545269 Spare Part: evolution wireless G3 handhelds (SKM 100 G3, SKM 300 G3, SKM 500 G3). Identification rings, black (10 pcs) S 9.25 20% S 7.40
3-PACK E 604 Instrument microphone set with (3) e 604 (cardioid, dynamic), (3) MZH 604 clips and (3) carrying pouches (3.1 Ibs) S 499.00 20% S 399.20
3-PACK E 835 Handheld microphone set with (3) e 835 (cardioid, dynamic), (3) MZH 800 clips and (3) carrying pouches (3.5 Ibs) S 329.00 20% S 263.20
3-PACK E 835-S Handheld microphone set with (3) e 835-S (cardioid, dynamic), (3) MZQ 800 clips and (3) carrying pouches (3.5 Ibs) S 329.00 20% S 263.20
A 1031-U Receiving/transmitting antenna, passive, omnidirectional, BNC connector, 3/8” mounting thread S 259.00 20% S 207.20
Receiver antenna, active, omnidirectional, BNC, 3/8"-assembly screw, 470 - 866 MHz, adjustable amplification 5/10/15 dB. For
A 3700 1,299.00 20% 1,039.20
EM2000/2050/3731/3732/6000 receivers. s 63
A 5000-CP (528212) Receiver/transmitter antenna, passive, directional, circularly polarized S 1,349.00 20% S 1,079.20
A 9000 A1-A8 Receiving antenna, active, omnidirectional, N-connector, 3/8" mounting thread 470-638 MHz S 1,899.00 20% S 1,519.20
AB 3700 Antenna booster, range: 470-866 MHz, active, 15 dB gain, BNC, 3/8" thread. For EM2000/2050/3731/3732/6000 receivers. S 779.00 20% S 623.20
AB 4-AW+ Inline antenna booster, +10 dB gain, BNC connectors, frequency range: AW+ (470 - 558 MHz) S 289.00 20% S 231.20
AB 4-GW Inline antenna booster, +10 dB gain, BNC connectors, frequency range: GW (558 - 626 MHz) S 289.00 20% S 231.20
AB 9000 A1-A8 Antenna booster, +17 dB, N connection, 470-638 MHz S 1,299.00 20% S 1,039.20
AC 3200-11 Actl\'/e, high-power 8:1 antenna combiner. Max 250 mW input power, 1 RU, with inline power supply. BNC interconnect cables S 4,999.00 20% $ 3,999.20
not included.
AC 41-US ?ackt)ll\;i antenna combiner with DC power distribution for IEM transmitters. Includes (1) NT 3-1-US power supply and (4) BNC $ 1,029.00 20% $ 823.20
AC50-1 Adapter cable: special 3-pin connector to female XLR. For use with 2000 / 3000 / 5000 Series components, 4.11 ft (1.5m) S 119.95 20% S 95.96
AC50-2 Adapter cable: special 3-pin connector to male XLR. For use with 2000 / 3000 / 5000 Series components, 4.11 ft (1.5m) S 119.95 20% $ 95.96
AC50-3 Adapter cable: special 3-pin connector to pigtails. For use with 2000 / 3000 / 5000 Series components, 4.11 ft (1.5m) S 99.95 20% S 79.96
ACA 3 2x fl:l antenna comb|‘ner compatlble‘ with all analog and digital Sennheiser wireless stationary receivers. Includes (1) ACA 3 S 5,099.00 20% $ 4,079.20
Active Antenna Combiner and (3) mains cables (EU, UK, US)
ACS5 5 pin XLR to dual 3 pin XLR adapter, 6 in. length for MKH418S and MKE44-P $ 64.95 20% $ 51.96
Receiver antenna, active, directional, BNC, 3/8"-assembly screw, 470 - 866 MHz, adjustable amplification 5/10/15 dB. For
AD 3700 1,299.00 20% 1,039.20
EM2000/2050/3731/3732/6000 receivers. s 63
AD 9000 A1-A8 Receiving antenna, active, directional, N connection, 3/8" mounting thread 470-638 MHz S 2,199.00 20% S 1,759.20
ADAPTER SET NT 12-5 CW+ Full prong set for EW-D EM S 12.95 20% S 10.36
ADP UHF Passive, directional external paddle antenna, UHF range (470 - 1075 MHz) S 479.00 20% S 383.20
AM 2 BNC connecting cables for front-mounting two antennas on GA2 or GA3 S 59.00 20% $ 47.20



Ambeo® 3D audio microphone (4 x cardioid, ambisonic condenser) for virtual reality video production with 48 V phantom power
and multi-pin output jack. Includes (1) Rycote INV 7 Suspension mount, (1) balanced split cable (4x XLRs 3-pins), (1) windscreen,

AMBEO VR MIC A . S 1,899.00 20% S 1,519.20
(1) extension cable (1.5m, DIN12F to DIN12M) and AMBEO A-B format converter (VST, AU, and AAX Mac/PC plug-in (free
download))
Antenna A1-A4 Detachable flexible antenna with threaded connector for use with SK 6212, frequency range: (470-558 MHz) S 59.00 20% S 47.20
Antenna A5-A8 Detachable flexible antenna with threaded connector for use with SK 6212, frequency range: (550-638 MHz) S 59.00 20% S 47.20
ANTENNA FRONT MOUNT KIT Antenna front mounting kit for 19“ Sennheiser wireless rack units. Includes (2) Rack brackets, (2) RF Patch cables, (2) BNC 149.00 20% $ 119.20
connector holders and (4) Washers and screws
ASA 3000-US Actlve‘ Mdebﬁnd antenna splitter for upto 16 channels (8 dual receivers), may be made narrowband with optional IM3000 s 2,599.00 20% $ 2,079.20
selective RF input modules - cables not included
ASP 113 Single three-way antenna splitter, two (2) needed to join three (3) recievers (priced individually). Two (2) required. S 449.00 20% S 359.20
ASP 114 Single four-way antenna splitter, two (2) needed to join four (4) receivers (priced individually). Two (2) required. S 449.00 20% S 359.20
ASP 212 OrTe dual two-way BNC Passiv'e splitter box with DC pass through, used for sharing two antennas with up to 16 receivers (requires s 449.00 20% $ 350.20
using two 8-channel splitter kits)
Wireless vocal set. Includes (1) EKP AVX receiver, (1) SK AVX bodypack transmitter, (1) ME 2 clip-on microphone
AVX ME2/835 SET-4 (omnidirectional, condenser), (1) SKM AVX handheld transmitter with MMD 835 capsule (cardioid, dynamic), (1) BA 10 1,399.00 20% $ 1,119.20

rechargeable battery, (1) BA 20 rechargeable battery, (1) BA 30 rechargeable battery, (1) EKP AVX adapter, (1) NT 5-10U power
supply, (1) Cl 400 adapter cable, (1) microphone stand clamp for handheld transmitter and (1) bag
Wireless vocal set. Includes (1) EKP AVX receiver, (1) SKM AVX-S with mute switch and MMD 835-1 capsule (cardioid, dynamic),
AVX-835 SET-4 (1) BA 10 rechargeable battery, (1) BA 20 rechargeable battery, (1) EKP AVX adapter, (1) NT 5-10U power supply, (1)CI 400 S 1,129.00 20% $ 903.20
adapter cable, (1) microphone stand clamp for handheld transmitter and (1) bag
Wireless vocal set. Includes (1) EKP AVX receiver, (1) SK AVX bodypack transmitter, (1) ME 2 clip-on microphone
AVX-ME2 SET-4 (omnidirectional, condenser), (1) BA 20 rechargeable battery, (1) BA 30 rechargeable battery, (1) EKP AVX adapter, (1) NT5-10U $ 999.00 20% S 799.20
power supply, (1) Cl 400 adapter cable and (1) bag
Wireless vocal set. Includes (1) EKP AVX receiver, (1) SK AVX bodypack transmitter, (1) MKE 2 clip-on microphone

AVX-MKE2 SET-4 (omnidirectional, condenser), (1) BA 20 rechargeable battery, (1) BA 30 rechargeable battery, (1) EKP AVX adapter, (1) NT5-10U  $ 1,299.00 20% S 1,039.20
power supply, (1) Cl 400 adapter cable and (1) bag

AWM 2 MK Il Antenna wall mount, metal housing, white, including 2 1G9 antennas S 129.00 20% S 103.20

AWM 4 Antenna wall mount, metal housing, white, including 4 rod antennas S 259.00 20% $ 207.20

Active directional antenna (frequency range 470-694 MHz) for Evolution Wireless Digital microphone systems. Includes

o
AWM UHF (470 - 694 MHZ) wallmount AWM antenna, wallmount adapter, drilling template, quick guide and safety guide. $ 529.00 20% 5 423.20
AWM UHF (823 - 1075 MH2) Active directional antenna (frequency range 823-1'0'75 MHz) for Evol'ution'WireIess Digital r'nicrophone systems. Includes s 529.00 20% $ 423.20
wallmount AWM antenna, wallmount adapter, drilling template, quick guide and safety guide.
B30 Battery sled (AA) for SK D1, SK AVX, and SL BODYPACK S 39.00 20% S 31.20
B 60 Battery compartment for SKM 6000, SKM 9000, 2 x Mignon AA S 159.00 20% $ 127.20
B61 Battery compartment for SK 6000, SK 9000, 3 x AA Battery S 159.00 20% S 127.20
BA 10 Rechargeable battery pack for D1, AVX & SL handheld transmitter. S 79.00 20% S 63.20
BA 20 Rechargeable battery pack for AVX EKP compact receiver S 59.00 20% S 47.20
BA 2015 Battery pack, NiMh, for components of the SK G3/G4 series and 2000 series S 99.00 20% S 79.20
BA 30 Rechargeable battery pack for D1, AVX & SL bodypack transmitters S 79.00 20% S 63.20
BA 40 Rechargeable battery for the SL Tablestand 133-S DW and the SL Tablestand 153-S DW. S 119.00 20% S 95.20
BA 60 Battery pack for SKM 6000, SKM 9000, lithium ion, 1600 mAh S 189.00 20% S 151.20
BA 61 Battery pack for SK 6000, SK 9000, lithium ion, 2030 mAh S 189.00 20% $ 151.20
BA 62 Battery pack for SK 6212, lithium ion S 189.00 20% S 151.20
BA 70 Rechargeable battery pack for EW-D SK and EW-D SKM-S, lithium ion S 59.00 20% $ 47.20
Basket Top Hardened MMD 835  Spare Part: MMD 835-1 BK. Replacement basket top S 14.43 20% S 11.54
BB1 1 ft. coaxial cable (RG58) with BNC connectors S 9.95 20% S 7.96
BB100 100 ft coaxial cable (RG58) with BNC connectors S 99.95 20% S 79.96
BB25 25 ft. coaxial cable (RG58) with BNC connectors S 29.95 20% S 23.96
BB3 3 ft. coaxial cable (RG58) with BNC connectors S 17.95 20% S 14.36
BB6 6 ft. coaxial cable (RG58) with BNC connectors S 22.95 20% $ 18.36
BLACK CABLE FOR IE 400/500 Replacement cable for IE 400/500 Pro. 1.3m length with 3.5mm jack connector, black S 59.00 20% S 47.20
BODYPACK CASE Soft sided carry case for SK 6212, SK 6000, SK 9000. Also fits SK 5212, ew G3/G4 & 2000 series bodypack transmitters S 39.00 20% $ 31.20
BOOM ARM 3-point self-locking boom arm with cable management S 129.00 20% S 103.20
Boom Mic HSP Essential-BE Replacement boom mic and cable for HSP Essential Omni, 3-pin connector, beige. Neckband sold separately S 259.00 20% S 207.20
Boom Mic HSP Essential-BE-EW  Replacement boom mic and cable for HSP Essential Omni, 3.5mm connector, beige. Neckband sold separately S 189.00 20% S 151.20



Boom Mic HSP Essential-BK
Boom Mic HSP Essential-BK-EW
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Replacement boom mic and cable for HSP Essential Omni, 3-pin connector, black. Neckband sold separately
Replacement boom mic and cable for HSP Essential Omni, 3.5mm connector, black. Neckband sold separately
Camera mounting adapter for EK100G3 or EK2000

Hirose cable for external power supply

Y cable 5-pin mini XLR to 2x 3 pin XLR

Replacement cable for HD 25 LIGHT, 1.5m length, with 3.5mm to 6.3mm jack adapter

Straight copper cable with coiled segment to eliminate structure born noise. Reinforced with Aramid for improved durability.
Unterminated ends, 2 m. Compatible with the HMD 300 PRO, HMD 301 PRO, HMD/HME 26-Il and the HMD/HME 27 PRO

Straight copper cable with coiled segment to eliminate structure born noise. Reinforced with Aramid for improved durability. XLR-
4F connector, 2 m. Compatible with the HMD 300 PRO, HMD 301 PRO, HMD/HME 26-Il and the HMD/HME 27 PRO

Straight copper cable with coiled segment to eliminate structure born noise. Reinforced with Aramid for improved durability. XLR-
5M connector, 2 m. Compatible with the HMD 300 PRO, HMD 301 PRO, HMD/HME 26-1l and the HMD/HME 27 PRO

Straight copper cable with coiled segment to eliminate structure born noise. Unterminated end, 1.85 m. Compatible with the
HMD 300 PRO, HMD 301 PRO, HMD/HME 26-Il and the HMD/HME 27 PRO

Camera cap for TC Bar M, magnetic

Camera cap for TC Bar S, magnetic

Plastic case for safe storage and transport of ew G3 and G4 components

Charger with 2 charger cores, for SK/SKM D1, SK/SKM AVX, SL DW, BA 10, BA 30, including power supply NT 12-4C
2-compartment charger for SL HANDHELD and SL BODYPACK, network-compatible IPv4/6, including power supply
2-compartment charger for SL TABLESTAND and interfaces, inductive, Qi standard, including power supply

Network Charger. Features universal charging bays for SL Bodypack DW or SL Handheld DW.

Network enabled charger featuring two individual charging bays (compatible with EW-DX SKM, SK or BA 70). Includes CHG 70N-C,
quick guide and safety guide.

Network enabled charger featuring two individual charging bays and external power supply unit (compatible with EW-DX SKM,
SK or BA 70). Includes CHG 70N-C, power supply unit, quick guide, safety guide.

Guitar cable for SK 2000, SK 6000 and SK 9000, 6.3mm jack (silent)-> 3-pin SE plug

Instrument cable for bodypack transmitter

Right angle guitar cable for bodypack transmitter for use with G1, G2 and G3 systems.

Antenna cable 1 m, RSMAmM-RSMAm, 1 ea., black

Antenna cable 10 m, RSMAmM-RSMAm, 1 ea., black

Line output cable for EK100G3 with 1/8 in. miniplug to 3.5mm threaded ew connector

Line cable for ew bodypack transmitters, female XLR to 3.5mm threaded ew connector

Antenna cable 20 m, RSMAmM-RSMAm, 1 ea., black

3.5mm (1/8") TRS to 3.5mm (1/8") TRS coiled cable with locking connector for use with DSLR and mirrorless cameras.
Replacement output cable with 3.5mm TRS connector for PROFILE WIRELESS

Locking 3.5mm TRS to USB-C coiled cable. Designed for MKE 200, MKE 400 and XS Wireless Digital Portable receiver (RX 35) for
use with mobile devices

Antenna cable 5 m, RSMAM-RSMAm, 1 ea., black

XLR unbalanced line output cable for EKI00G3, male XLR to 3.5mm threaded ew connector

3.5 mm to XLR plug coiled cable

2CH Split cable for using (2) EK receivers. Includes (1) Locking 3.5 mm TRS plug to dual 3.5 mm TRS plug

CLIP BLACK FOR HD/HMD 300 PRQ Replacement of the clip, black (cover plate ear cup) for HD 300 PRO and HMD 300 PRO

cMm1
Ccsm25
DC2

E 600 SERIES DRUM CASE

E60211

E 604

E 608

Microphone cable for ew bodypack transmitters, female XLR to 3.5mm threaded ew connector

25 ft XLR microphone cable (9.0 oz)

DC power adapter, for EW bodypack transmitter and receiver from series ew G3 and ew G4, power supply 12 VDC

Includes 1x e602-I1, 4x 604, 2x e614 in a plastic case with die-cut foam to protect your investment

Instrument microphone (cardioid, dynamic) for bass drums with and 3-pin XLR-M and 3/8" tripod thread. Includes (1) MZQ 800
clip and (1) carrying pouch (11.6 oz)

Instrument microphone (cardioid, dynamic) for drum rims and suspension mounts with 3-pin XLR-M and 3/8" tripod thread.
Includes (1) MZH 604 clip and (1) carrying pouch (2.1 oz)

Instrument microphone (supercardioid, dynamic) for brass instruments, wind instruments and drums with flexible gooseneck
and 3-pin XLR-M. Includes (1) MZQ 608 clip, (1) XLR connecting cable and (1) carrying pouch (0.71 oz)
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EARHOOK BLACK, 10 PCS.

Instrument microphone (supercardioid, dynamic) for guitar amplifiers with 3-pin XLR-M. Includes (1) MZQ 100 clip and (1)
carrying pouch (6.4 oz)

Instrument microphone (supercardioid, condenser) for drum overheads with 3-pin XLR-M. Includes (1) MZQ 100 clip and (1)
carrying pouch (6.5 oz)

Cardioid dynamic vocal microphone with 3-pin XLR-M. Includes (1) MZQ 800 clip and (1) carrying pouch (11.6 oz)

Handheld microphone (cardioid, dynamic) with 3-pin XLR-M. Includes (1) MZQ 800 clip and (1) carrying pouch (11.6 oz)

Handheld microphone (cardioid, dynamic) with 3-pin XLR-M and on/off switch. Includes (1) MZQ 800 clip and (1) carrying pouch
(11.6 0z)

Handheld microphone (cardioid, dynamic) with 3-pin XLR-M and Push-to-Talk (PTT) mechanism. Includes (1) MZQ 800 clip and (1)
carrying pouch (11.6 oz)

Handheld microphone (supercardioid, dynamic) with and 3-pin XLR-M. Includes (1) MZQ 800 clip and (1) carrying pouch (11.6 oz)

Handheld microphone (supercardioid, dynamic) with and 3-pin XLR-M and on/off switch. Includes (1) MZQ 800 clip and (1)
carrying pouch (11.6 oz)

Handheld microphone (supercardioid, condenser) with and 3-pin XLR-M. Includes (1) MZQ 800 clip and (1) carrying pouch (11.6
0z)

Handheld super-cardioid condenser microphone with on/off switch. Includes MZQ800 clip. 11.6 oz.

Instrument microphone (half-cardioid, condenser, boundary layer) for bass drums, piano and low-frequency instruments with 3-
pin XLR-M. Includes (1) carrying pouch (2.4 oz)

Instrument microphone (cardioid, dynamic) for bass drums with 3-pin XLR-M and 3/8" tripod thread. Includes (1) carrying pouch
(15.9 0z)

Instrument microphone (cardioid dynamic) with 3-pin XLR-M and 3/8" tripod thread. Includes (1) MZH 604 clip for drum rims and
suspension mounts and (1) carrying pouch (4.4 oz)

Instrument microphone (supercardioid, dynamic) with 3-pin XLR-M and 3-position presence filter. Includes (1) MZQ 100 clip for
guitar cabinet and (1) carrying pouch (4.8 oz)

Instrument microphone (cardioid, condenser) with flexible gooseneck for wind instruments and ew stereo jack. Includes (1) MZH
908 B-Il quick-release clip, (1) MZA 900 P phantom power adapter and (1) carrying pouch (4 oz)

Instrument microphone (cardioid, condenser) for wind instruments with evolution wireless stereo jack. Includes (1) MZH 908 B-II
quick-release clip and (1) carrying pouch (2.9 oz)

Instrument microphone (cardioid, condenser) with pre-attenuation and bass roll-off switches for acoustic guitar, overheads,
orchestras and grand pianos. P48 power and 3-pin XLR-M. Includes (1) MZQ 800 clip, (1) MZW 64 windscreen and (1) carrying
pouch (6.8 0z.)

Handheld microphone (cardioid, dynamic) with 3-pin XLR-M. Includes (1) MZQ 800 clip and (1) carrying pouch (11.6 oz)

Handheld microphone (supercardioid, dynamic) with 3-pin XLR-M. Includes (1) MZQ 800 clip and (1) carrying pouch (11.6 oz)

Handheld microphone (cardioid/supercardioid true condenser) with switchable pre-attenuation (-10 dB), low cut switch, 3-pin
XLR-M and 48 V phantom power. Includes (1) MZQ 800 clip and (1) carrying pouch.
Earhook accessory for Headmic 4 in the color black (10 pcs.)

EARHOOK TRANSPARENT, 10 PCS. Earhook accessory for Headmic 4 in the color transparent (10 pcs.)
EARPAD (1 PAIR) FOR HD 200 PRO 1 Pair of ear cushion for HD 200 PRO, black

EK 2000 IEM-AW+

EK 2000 IEM-GW1

EK 6042 A

EK IEM G4-A
EK IEM G4-Al
EK IEM G4-G

EKP AVX-4

EM 6000

EM 6000 DANTE

Bodypack receiver, HDX, adaptive diversity, stereo, charging contacts, 2x Mignon, includes earpiece IE 4, frequency range: AW+
(470-558 MHz)

Bodypack receiver, HDX, adaptive diversity, stereo, charging contacts, 2x Mignon, includes earpiece IE 4, 516-558 MHz, frequency
range: GW1 (558-608 MHz)

2-channel true diversity receiver camera, 470-654 MHz, digital and analog, HDX, HiDyn+ and LR mode

Stereo bodypack receiver. Includes (1) pair of IE4 earbuds, frequency range:A (516 - 558 MHz)

Stereo bodypack receiver. Includes (1) pair of IE4 earbuds, frequency range:Al (470 - 516 MHz)

Stereo bodypack receiver. Includes (1) pair of IE4 earbuds, frequency range:G (566 - 608 MHz)

Digital plug-on receiver, 1.9 GHz. Includes (1) cable XLR-> jack, (1) hot shoe adapter, (1) BA 20 battery pack, and (1) NT 5-10U
2-channel digital receiver, True-Bit-Diversity, LR mode, AES-3, active antenna splitter, AES 256, frequency: 470-714 MHz

2-channel digital receiver, True-Bit-Diversity, LR mode, Dante, AES-3, active antenna splitter, AES 256, frequency: 470-714 MHz
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EM 9046 CAB
EM-XSW 1 DUAL-A

EM-XSW 1-A

EM-XSW 2-A
EP01-100Single
EW IEM G4-A

EW IEM G4-A1

EW IEM G4-G

EW IEM G4-TWIN-A
EW [EM G4-TWIN-A1

EW IEM G4-TWIN-G

EW-D 835-S SET (Q1-6)

EW-D 835-S SET (R1-6)

EW-D 835-S SET (R4-9)

EW-D AB (Q)
EW-D AB (R)

EW-D ASA (Q-R-S)
EW-D ASA CN/ANZ (Q-R-S)

EW-D CHARGING SET

EW-D CI1 SET (Q1-6)

EW-D CI1 SET (R1-6)

EW-D CI1 SET (R4-9)

EW-D COLOR CODING SET

EW-D EM (Q1-6)

EW-D EM (R1-6)

EW-D EM (R4-9)

EW-D EM COLOR CODING
EW-D EM RUBBER FEET

Set of cables for cascading EM 9046 mainframes

Wireless receiver set. Includes (1) EM-XSW 1 DUAL stationary receiver with internal antennas and (1) NT 12-5 CW power supply,
frequency range: A (548-572 MHz)

Table top receiver with internal, integrated antennas. 8 banks of 10 coordinated frequency presets, frequency range: A (548-572
MHz)

True diversity receiver with external antennas. 8 banks of 12 coordinated frequency presets, and manual tuning of 960
frequencies. Rackmount not included, frequency range: A (548-572 MHz)

Stereo in-ear phones (standard 39 in. cable) - single unit

Wireless stereo monitoring set. Includes (1) SR IEM G4 stereo transmitter, (1) EK IEM G4 stereo bodypack receiver, (1) pair of IE4
earbuds and (1) GA3 rackmount kit, frequency range:A (516 - 558 MHz)

Wireless stereo monitoring set. Includes (1) SR IEM G4 stereo transmitter, (1) EK IEM G4 stereo bodypack receiver, (1) pair of IE4
earbuds and (1) GA3 rackmount kit, frequency range:Al (470 - 516 MHz)

Wireless stereo monitoring set. Includes (1) SR IEM G4 stereo transmitter, (1) EK IEM G4 stereo bodypack receiver, (1) pair of IE4
earbuds and (1) GA3 rackmount kit, frequency range:G (566 - 608 MHz)

Wireless stereo monitoring twin set. Includes (1) SR IEM G4 stereo transmitter, (2) EK IEM G4 stereo bodypack receivers, (2)
pairs of IE4 earbuds and (1) GA3 rackmount kit, frequency range:A (516 - 558 MHz)

Wireless stereo monitoring twin set. Includes (1) SR IEM G4 stereo transmitter, (2) EK IEM G4 stereo bodypack receivers, (2)
pairs of IE4 earbuds and (1) GA3 rackmount kit, frequency range:A1l (470 - 516 MHz)

Wireless stereo monitoring twin set. Includes (1) SR IEM G4 stereo transmitter, (2) EK IEM G4 stereo bodypack receivers, (2)
pairs of IE4 earbuds and (1) GA3 rackmount kit, frequency range:G (566 - 608 MHz)

Digital wireless handheld set. Includes (1) EW-D EM digital 19 1/2" single channel receiver , (1) EW-D SKM digital handheld
transmitter with mute switch, (1) MMD 835 microphone module, (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply with
country adapters, (1) rack mount kit and AA batteries, frequency range: (470 - 526 MHz)

Digital wireless handheld set. Includes (1) EW-D EM digital 19 1/2" single channel receiver , (1) EW-D SKM digital handheld
transmitter with mute switch, (1) MMD 835 microphone module, (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply with
country adapters, (1) rack mount kit and AA batteries, frequency range: (520 - 576 MHz)

Digital wireless handheld set. Includes (1) EW-D EM digital 19 1/2" single channel receiver , (1) EW-D SKM digital handheld
transmitter with mute switch, (1) MMD 835 microphone module, (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply with
country adapters, (1) rack mount kit and AA batteries, frequency range: (552 - 608 MHz)

Inline antenna booster, +10 dB gain, BNC connectors, frequency range (470-550 MHz)

Inline antenna booster, +10 dB gain, BNC connectors, frequency range (520-608 MHz)

Active antenna splitter (dual 1;4) with DC power distribution for EW-D receivers. Includes (1) NT 12-35 CS power supply and (8)
BNC cables (470-706 MHz MHz)

Active antenna splitter (dual 1;4) with DC power distribution for EW-D receivers. Includes (1) NT 12-35 CS power supply and (8)
BNC cables (470-706 MHz MHz)

EW-D Charging set. Includes (1) L 70 USB chargers and (2) BA 70 rechargeable batteries and (1) NT 5-20 UCW power supply

Digital wireless instrument set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) CI1 instrument cable, (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount kit and AA batteries,
frequency range: (470 - 526 MHz)

Digital wireless instrument set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) CI1 instrument cable, (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount kit and AA batteries,
frequency range: (520 - 576 MHz)

Digital wireless instrument set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) CI1 instrument cable, (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount kit and AA batteries,
frequency range: (552 - 608 MHz)

Sets of magnetic color indicators for the EW-D SK, EW-D SM and EW-D EM for identification purposes. Includes (1) EW-D SK
COLOR CODING set (16 pcs), (1) EW-D SKM COLOR CODING set (16 pcs), and (1) EW-D EM COLOR CODING set (16 pcs)

Digital 19 %" single channel receiver. Includes (1) GA4 rackmount, frequency range: (470 - 526 MHz)

Digital 19 %" single channel receiver. Includes (1) GA4 rackmount, frequency range: (520 - 576 MHz)

Digital 19 %” single channel receiver. Includes (1) GA4 rackmount, frequency range: (552 - 608 MHz)

Sets of magnetic color indicators for the EW-D EM for identification purposes. Includes (16) color indicators
Rubber feet for EW-D EM rackmount receiver
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EW-D ME2 SET (Q1-6)

EW-D ME2 SET (R1-6)

EW-D ME2 SET (R4-9)

EW-D ME2/835-S SET (Q1-6)

EW-D ME2/835-S SET (R1-6)

EW-D ME2/835-S SET (R4-9)

EW-D ME3 SET (Q1-6)

EW-D ME3 SET (R1-6)

EW-D ME3 SET (R4-9)

EW-D ME4 SET (Q1-6)

EW-D ME4 SET (R1-6)

EW-D ME4 SET (R4-9)

Digital wireless lavalier set. Includes (1) EW-D EM Digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) new ME2 lavalier (omnidirectional, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack
mount kit and AA batteries, frequency range: (470 - 526 MHz)

Digital wireless lavalier set. Includes (1) EW-D EM Digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) new ME2 lavalier (omnidirectional, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack
mount kit and AA batteries, frequency range: (520 - 576 MHz)

Digital wireless lavalier set. Includes (1) EW-D EM Digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) new ME2 lavalier (omnidirectional, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack
mount kit and AA batteries, frequency range: (552 - 608 MHz)

Digital wireless lavalier/vocal combo set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital
bodypack transmitter, (1) new ME2 lavalier (omnidirectional, condenser), (1) EW-D SKM digital handheld transmitter with mute
switch , (1) MMD 835 microphone module, (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply with country adapters,
(1) rack mount kit and AA batteries, frequency range: (470 - 526 MHz)

Digital wireless lavalier/vocal combo set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital
bodypack transmitter, (1) new ME2 lavalier (omnidirectional, condenser), (1) EW-D SKM digital handheld transmitter with mute
switch , (1) MMD 835 microphone module , (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply with country adapters,
(1) rack mount kit and AA batteries, frequency range: (520 - 576 MHz)

Digital wireless lavalier/vocal combo set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital
bodypack transmitter, (1) new ME2 lavalier (omnidirectional, condenser), (1) EW-D SKM digital handheld transmitter with mute
switch , (1) MMD 835 microphone module, (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply with country adapters,
(1) rack mount kit and AA batteries, frequency range: (552 - 608 MHz)

Digital wireless headmic set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK Digital bodypack
transmitter, (1) new ME 3 headmic (cardioid, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount
kit and AA batteries, frequency range: (470 - 526 MHz)

Digital wireless headmic set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK Digital bodypack
transmitter, (1) new ME 3 headmic (cardioid, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount
kit and AA batteries, frequency range: (520 - 576 MHz)

Digital wireless headmic set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK Digital bodypack
transmitter, (1) new ME 3 headmic (cardioid, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount
kit and AA batteries, frequency range: (552 - 608 MHz)

Digital wireless lavalier set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) new ME4 lavalier (cardioid, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount kit
and AA batteries, frequency range: (470 - 526 MHz)

Digital wireless lavalier set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) new ME4 lavalier (cardioid, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount kit
and AA batteries, frequency range: (520 - 576 MHz)

Digital wireless lavalier set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) new ME4 lavalier (cardioid, condenser), (1) NT 12-5 CW+ power supply with country adapters, (1) rack mount kit
and AA batteries, frequency range: (552 - 608 MHz)

EW-D POWER DISTRIBUTION CABL Distribution cable to charge up to 4 x EM2/EM2 Dante® simultaneously

EW-D POWER SUPPLY
EW-D SK (Q1-6)
EW-D SK (R1-6)
EW-D SK (R4-9)

EW-D SK BASE SET (Q1-6)

EW-D SK BASE SET (R1-6)

EW-D SK BASE SET (R4-9)

EW-D SK BELT CLIP VERTICAL
EW-D SK COLOR CODING

Power supply for EW-D with country adapters

Digital bodypack transmitter with 1/8" audio input socket (EW connector), frequency range: (470 - 526 MHz)

Digital bodypack transmitter with 1/8" audio input socket (EW connector), frequency range: (520 - 576 MHz)

Digital bodypack transmitter with 1/8" audio input socket (EW connector), frequency range: (552 - 608 MHz)

Digital wireless bodypack base set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter (lavalier, headmic or input cable sold separately), (1) NT 12-5 CW+ power supply with country adapters, (1) rack
mount kit and AA batteries, frequency range: (470 - 526 MHz)

Digital wireless bodypack base set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter (lavalier, headmic or input cable sold separately), (1) NT 12-5 CW+ power supply with country adapters, (1) rack
mount kit and AA batteries, frequency range: (520 - 576 MHz)

Digital wireless bodypack base set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SK digital bodypack
transmitter (lavalier, headmic or input cable sold separately), (1) NT 12-5 CW+ power supply with country adapters, (1) rack
mount kit and AA batteries, frequency range: (552 - 608 MHz)

Belt clip for EW-D SK digital bodypack transmitter

Sets of magnetic color indicators for the EW-D SK for identification purposes. Includes (16) color indicators
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EW-D SKM COLOR CODING
EW-D SKM-S (Q1-6)

EW-D SKM-S (R1-6)

EW-D SKM-S (R4-9)

EW-D SKM-S BASE SET (Q1-6)

EW-D SKM-S BASE SET (R1-6)

EW-D SKM-S BASE SET (R4-9)

EW-DP 835 SET (Q1-6)

EW-DP 835 SET (R1-6)

EW-DP 835 SET (R4-9)

EW-DP EK (Q1-6)

EW-DP EK (R1-6)

EW-DP EK (R4-9)

EW-DP ENG SET (Q1-6)

EW-DP ENG SET (R1-6)

EW-DP ENG SET (R4-9)

Sets of magnetic color indicators for the EW-D SM for identification purposes. Includes (16) color indicators

Digital handheld transmitter. Includes (1) set AA batteries, microphone module not included, frequency range: (470 - 526 MHz)
Digital handheld transmitter. Includes (1) set AA batteries, microphone module not included, frequency range: (520 - 576 MHz)

Digital handheld transmitter. Includes (1) set AA batteries, microphone module not included, frequency range: (552 - 608 MHz)

Digital wireless handheld base set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SKM digital handheld
transmitter with mute switch (microphone module sold separately), (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply
with country adapters, (1) rack mount kit and AA batteries, frequency range: (470 - 526 MHz)

Digital wireless handheld base set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SKM digital handheld
transmitter with mute switch (microphone module sold separately), (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply
with country adapters, (1) rack mount kit and AA batteries, frequency range: (520 - 576 MHz)

Digital wireless handheld base set. Includes (1) EW-D EM digital 19 1/2" single channel receiver, (1) EW-D SKM digital handheld
transmitter with mute switch (microphone module sold separately), (1) MZQ1 microphone clip, (1) NT 12-5 CW+ power supply
with country adapters, (1) rack mount kit and AA batteries, frequency range: (552 - 608 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SKM digital handheld
transmitter, (1) MMD 835 cardioid dynamic microphone module, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1)
BA 70 li-ion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR
plug cable and (1) USB-C charging cable, frequency range: Q1-6 (470 - 526 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SKM digital handheld
transmitter, (1) MMD 835 cardioid dynamic microphone module, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1)
BA 70 li-ion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR
plug cable and (1) USB-C charging cable, frequency range: R1-6 (520 - 576 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SKM digital handheld
transmitter, (1) MMD 835 cardioid dynamic microphone module, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1)
BA 70 li-ion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR
plug cable and (1) USB-C charging cable, frequency range: R4-9 (552 - 608 MHz)

Digital portable single channel receiver. Includes (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70 li-ion
battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable
and (1) USB-C charging cable, frequency range: Q1-6 (470 - 526 MHz)

Digital portable single channel receiver. Includes (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70 li-ion
battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable
and (1) USB-C charging cable, frequency range: R1-6 (520 - 576 MHz)

Digital portable single channel receiver. Includes (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70 li-ion
battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable
and (1) USB-C charging cable, frequency range: R4-9 (552 - 608 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 2 omnidirectional lavalier microphone, (1) EW-D SKP digital plug-on transmitter (1) Mounting kit
(cheeseplate, cold shoe, belt clip & screws), (1) BA 70 liion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS
plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable and (1) USB-C charging cable, frequency range: Q1-6 (470 - 526 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 2 omnidirectional lavalier microphone, (1) EW-D SKP digital plug-on transmitter (1) Mounting kit
(cheeseplate, cold shoe, belt clip & screws), (1) BA 70 liion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS
plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable and (1) USB-C charging cable, frequency range: R1-6 (520 - 576 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 2 omnidirectional lavalier microphone, (1) EW-D SKP digital plug-on transmitter (1) Mounting kit
(cheeseplate, cold shoe, belt clip & screws), (1) BA 70 liion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS
plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable and (1) USB-C charging cable, frequency range: R4-9 (552 - 608 MHz)
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EW-DP ME 2 SET (Q1-6)

EW-DP ME 2 SET (R1-6)

EW-DP ME 2 SET (R4-9)

EW-DP ME 4 SET (Q1-6)

EW-DP ME 4 SET (R1-6)

EW-DP ME 4 SET (R4-9)

EW-DP MOUNTING PLATE
EW-DP SKP (Q1-6)
EW-DP SKP (R1-6)

EW-DP SKP (R4-9)
EW-DP SKP POUCH
EW-DX 835-S SET (Q1-9)

EW-DX 835-S SET (R1-9)

EW-DX 835-S SET (V5-7)

EW-DX EM 2 (Q1-9)

EW-DX EM 2 (R1-9)

EW-DX EM 2 (V5-7)

EW-DX EM 2 DANTE (Q1-9)

EW-DX EM 2 DANTE (R1-9)

EW-DX EM 2 DANTE (V5-7)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 2 omnidirectional lavalier microphone, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70
liion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug
cable and (1) USB-C charging cable, frequency range: Q1-6 (470 - 526 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 2 omnidirectional lavalier microphone, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70
liion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug
cable and (1) USB-C charging cable, frequency range: R1-6 (520 - 576 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 2 omnidirectional lavalier microphone, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70
liion battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug
cable and (1) USB-C charging cable, frequency range: R4-9 (552 - 608 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 4 cardioid lavalier microphone, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70 liion
battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable
and (1) USB-C charging cable, frequency range: Q1-6 (470 - 526 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 4 cardioid lavalier microphone, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70 liion
battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable
and (1) USB-C charging cable, frequency range: R1-6 (520 - 576 MHz)

Portable digital wireless set. Includes (1) EW-DP EK digital portable single channel receiver, (1) EW-D SK digital bodypack
transmitter, (1) ME 4 cardioid lavalier microphone, (1) Mounting kit (cheeseplate, cold shoe, belt clip & screws), (1) BA 70 liion
battery & (2) AA battery, (1) Locking 3.5 mm TRS plug to 3.5 mm TRS plug cable, (1) Locking 3.5 mm TRS plug to XLR plug cable
and (1) USB-C charging cable, frequency range: R4-9 (552 - 608 MHz)

Cheese plate with built-in magnets for versatile mounting of EW-D EK portable receiver. Includes mounting screws, cold shoe
mount, allen key, and belt clip.

Digital plug-on transmitter with +48V phantom power, 3.5 mm input and internal recording via microSD (not included). Includes
(2) AA batteries, frequency range: Q1-6 (470 - 526 MHz)

Digital plug-on transmitter with +48V phantom power, 3.5 mm input and internal recording via microSD (not included). Includes
(2) AA batteries, frequency range: R1-6 (520 - 576 MHz)

Digital plug-on transmitter with +48V phantom power, 3.5 mm input and internal recording via microSD (not included). Includes
(2) AA batteries, frequency range: R4-9 (552 - 608 MHz)

Protective pouch for EW-D SKP plug-on transmitter

Digital wireless handheld set. Includes (1) EW-DX EM 2 receiver, (2) EW-DX SKM-S handheld transmitter, (2) MMD 835 capsules
and (2) BA 70 batteries, frequency range: Q1-9 (470.2 - 550 MHz)

Digital wireless handheld set. Includes (1) EW-DX EM 2 receiver, (2) EW-DX SKM-S handheld transmitter, (2) MMD 835 capsules
and (2) BA 70 batteries, frequency range: R1-9 (520 - 607.8 MHz)

Digital wireless handheld set. Includes (1) EW-DX EM 2 receiver, (2) EW-DX SKM-S handheld transmitter, (2) MMD 835 capsules
and (2) BA 70 batteries, frequency range: V5-7 (941.700- 951.800 & 953.050 - 956.050 & 956.650-959.650). Part 74 license
required to operate in the US and Canada.

2 channel half-rack (9,5“) non-Dante® receiver. Includes (1) EW-DX EM 2, (2) 1/4 wave antenna, (1) rack mount kit, and (1) EW-D
power supply, frequency range: Q1-9 (470.2 - 550 MHz)

2 channel half-rack (9,5“) non-Dante® receiver. Includes (1) EW-DX EM 2, (2) 1/4 wave antenna, (1) rack mount kit, and (1) EW-D
power supply, frequency range: R1-9 (520 - 607.8 MHz)

2 channel half-rack (9,5“) non-Dante® receiver. Includes (1) EW-DX EM 2, (2) 1/4 wave antenna, (1) rack mount kit, and (1) EW-D
power supply, frequency range: V5-7 (941.700- 951.800 & 953.050 - 956.050 & 956.650-959.650). Part 74 license required to
operate in the US and Canada.

2 channel half-rack (9,5“) Dante® receiver. Includes (1) EW-DX EM 2 DANTE, (2) 1/4 wave antenna, (1) rack mount kit, and (1) EW-
D power supply, frequency range: Q1-9 (470.2 - 550 MHz)

2 channel half-rack (9,5“) Dante® receiver. Includes (1) EW-DX EM 2 DANTE, (2) 1/4 wave antenna, (1) rack mount kit, and (1) EW-
D power supply, frequency range: R1-9 (520 - 607.8 MHz)

2 channel half-rack (9,5“) Dante® receiver. Includes (1) EW-DX EM 2 DANTE, (2) 1/4 wave antenna, (1) rack mount kit, and (1) EW-
D power supply, frequency range: V5-7 (941.700- 951.800 & 953.050 - 956.050 & 956.650-959.650). Part 74 license required to
operate in the US and Canada.
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EW-DX EM 4 DANTE (Q1-9)

EW-DX EM 4 DANTE (R1-9)

EW-DX EM 4 DANTE (V5-7)

EW-DX MKE 2 SET (Q1-9)

EW-DX MKE 2 SET (R1-9)

EW-DX MKE 2 SET (V5-7)

EW-DX MKE 2-835-S SET (Q1-9)

EW-DX MKE 2-835-S SET (R1-9)

EW-DX MKE 2-835-S SET (V5-7)

EW-DX SK (Q1-9)

EW-DX SK (R1-9)

EW-DX SK (V5-7)

EW-DX SK 3-PIN (Q1-9)

EW-DX SK 3-PIN (R1-9)

EW-DX SK 3-PIN (V5-7)

EW-DX SKM (Q1-9)

EW-DX SKM (R1-9)

EW-DX SKM (V5-7)

EW-DX SKM-S (Q1-9)

EW-DX SKM-S (R1-9)

EW-DX SKM-S (V5-7)

EW-DX SK-SKM-S BASE SET (Q1-9)

EW-DX SK-SKM-S BASE SET (R1-9)

4 channel digital full-rack (19“) receiver with Dante® Includes (1) EW-DX EM 4 DANTE, (2) 1/4 wave antennas, (2) BNC antenna
cables (50 Q for daisy-chaining) and (1) mains cable, frequency range: Q1-9 (470.2 - 550 MHz)

4 channel digital full-rack (19“) receiver with Dante® Includes (1) EW-DX EM 4 DANTE, (2) 1/4 wave antennas, (2) BNC antenna
cables (50 Q for daisy-chaining) and (1) mains cable, frequency range: R1-9 (520 - 607.8 MHz)

4 channel half-rack (19“) Dante® receiver. Includes (1) EW-DX EM 4 DANTE, (2) 1/4 wave antenna, (1) rack mount kit, and (1)
mains cable, requency range: V5-7 (941.700- 951.800 & 953.050 - 956.050 & 956.650-959.650). Part 74 license required to
operate in the US and Canada.

Digital wireless lavalier set. Includes (1) EW-DX EM 2 receiver, (2) EW-DX SK bodypack transmitter, (2) MKE 2 lavaliers and (2) BA
70 batteries, frequency range: Q1-9 (470.2 - 550 MHz)

Digital wireless lavalier set. Includes (1) EW-DX EM 2 receiver, (2) EW-DX SK bodypack transmitter, (2) MKE 2 lavaliers and (2) BA
70 batteries, frequency range: R1-9 (520 - 607.8 MHz)

Digital wireless lavalier set. Includes (1) EW-DX EM 2 receiver, (2) EW-DX SK bodypack transmitter, (2) MKE 2 lavaliers and (2) BA
70 batteries, frequency range: V5-7 (941.700- 951.800 & 953.050 - 956.050 & 956.650-959.650). Part 74 license required to
operate in the US and Canada.

Digital wireless lavalier/handheld set. Includes (1) EW-DX EM 2 receiver, (1) SKM-S handheld transmitter, (1) EW-DK SK bodypack
transmitter, (1) MKE 2 lavalier, (1) MMD 835 capsule and (2) BA 70 batteries, frequency range: Q1-9 (470.2 - 550 MHz)

Digital wireless lavalier/handheld set. Includes (1) EW-DX EM 2 receiver, (1) SKM-S handheld transmitter, (1) EW-DK SK bodypack
transmitter, (1) MKE 2 lavalier, (1) MMD 835 capsule and (2) BA 70 batteries, frequency range: R1-9 (520 - 607.8 MHz)

Digital wireless lavalier/handheld set. Includes (1) EW-DX EM 2 receiver, (1) SKM-S handheld transmitter, (1) EW-DK SK bodypack
transmitter, (1) MKE 2 lavalier, (1) MMD 835 capsule and (2) BA 70 batteries, frequency range: V5-7 (941.700- 951.800 & 953.050
-956.050 & 956.650-959.650). Part 74 license required to operate in the US and Canada.

Bodypack transmitter with 3,5 mm jack. Includes (1) EW-DX SK and (2) AA batteries, frequency range: Q1-9 (470.2 - 550 MHz)

Bodypack transmitter with 3,5 mm jack. Includes (1) EW-DX SK and (2) AA batteries, frequency range: R1-9 (520 - 607.8 MHz)

Bodypack transmitter with 3,5 mm jack. Includes (1) EW-DX SK and (2) AA batteries, frequency range: V5-7 (941.700- 951.800 &
953.050 - 956.050 & 956.650-959.650). Part 74 license required to operate in the US and Canada.

Bodypack transmitter with 3-pin connector. Includes (1) EW-DX SK 3-PIN and (2) AA batteries, frequency range: Q1-9 (470.2 - 550
MHz)

Bodypack transmitter with 3-pin connector. Includes (1) EW-DX SK 3-PIN and (2) AA batteries, frequency range: R1-9 (520 - 607.8
MHz)

Bodypack transmitter with 3-pin connector. Includes (1) EW-DX SK 3-PIN and (2) AA batteries, frequency range: V5-7 (941.700-
951.800 & 953.050 - 956.050 & 956.650-959.650). Part 74 license required to operate in the US and Canada.

Handheld transmitter without switch. Includes (1) EW-DX SKM, (1) MZQ1 microphone clip, and (2) AA batteries, frequency range:
Q1-9 (470.2 - 550 MHz)
Handheld transmitter without switch. Includes (1) EW-DX SKM, (1) MZQ1 microphone clip, and (2) AA batteries, frequency range:
R1-9 (520 - 607.8 MHz)

Handheld transmitter without switch. Includes (1) EW-DX SKM, (1) MZQ1 microphone clip, and (2) AA batteries, frequency range:
V5-7 (941.700- 951.800 & 953.050 - 956.050 & 956.650-959.650). Part 74 license required to operate in the US and Canada.

Handheld transmitter with switch. Includes (1) EW-DX SKM-S, (1) MZQ1 microphone clip, and (2) AA batteries, frequency range:
Q1-9 (470.2 - 550 MHz)
Handheld transmitter with switch. Includes (1) EW-DX SKM-S, (1) MZQ1 microphone clip, and (2) AA batteries, frequency range:
R1-9 (520 - 607.8 MHz)

Handheld transmitter with switch. Includes (1) EW-DX SKM-S, (1) MZQ1 microphone clip, and (2) AA batteries, frequency range:
V5-7 (941.700- 951.800 & 953.050 - 956.050 & 956.650-959.650). Part 74 license required to operate in the US and Canada.

Digital wireless base set. Includes (1) EW-DX EM 2 receiver, (1) EW-DK SKM-S transmitter, (1) EW-DX bodypack transmitter and
(2) BA 70 batteries, frequency range: Q1-9 (470.2 - 550 MHz)

Digital wireless base set. Includes (1) EW-DX EM 2 receiver, (1) EW-DK SKM-S transmitter, (1) EW-DX bodypack transmitter and
(2) BA 70 batteries, frequency range: R1-9 (520 - 607.8 MHz)
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